82C802G 


System/Power Management Controller 


1.0 Features 
* Processor interface: 
- intel? 80486SX, DX, DX2, SLe, DX4, P24T, P24D 
- AMD® 486DX, DX2, DXL, DXL2, Plus 
- Cyrix® DX, DX2, M7 
- CPU frequencies supported 20, 25, 33, 40 and 50MHz 


Cache interface: 

- Direct mapped cache 

- Two banks interleaved or single bank non-interleaved 

- 64, 128, 256 and 512K cache sizes 

- Programmable wait states for L2 cache reads and 
writes 

- 2-1-1-1 read burst and zero wait state write @ 33MHz 

- No Valid bit required 

- Supports CPUs with L1 write-back support 


DRAM interface: 

- Upto 128MB main memory support 

- Supports 256KB, 1MB, 4MB, and 16MB single- and 
double-sided SIMM modules 


Figure 1-1 
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- Read page hit timing of 3-2-2-2 at 33MHz 

- Supports hidden, slow, and CAS-before-RAS refresh 

- Four RAS lines to support four banks of DRAM 

- Programmable wait states for DRAM reads and writes 
Enhanced DRAM configuration map 


* Power management: 

- Support for SMM (System Management Mode) for sys- 
tem power management implementations 

- Programmable power management 

- Programmable wake-up events through hardware, soft- 
ware, and external SMI source 

- Muitipie level GREEN support (NESTED_GREEN) 

- STPCLK# protocol support 

- Programmable GREEN event timer 


* ISA interface: 
- 100% IBM® PC/AT® ISA compatible 


- Integrates DMA, timer and interrupt controllers 
- Optional PS/2 style |RQ1 and IRQ12 latching 


82C802G and 820601/602-Based System Block Diagram 
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Features (cont) 

* VESA VL interface: 
- Conforms to the VESA V2.0 specification 
- Optional support for up to two VL masters 


+ Miscellaneous features: 
- Full support for shadow RAM, write protection, L1/L2 
cacheability for video, adapter, and system BIOS 
- Enhanced arbitration scheme 
- Transparent 8042 emulation for fast CPU reset and 
GATEA20 generation 


+ Packaging: 
- Higher integration 
- Reduced TTL count 
- Low-power, high-speed 0.8-micron CMOS 
technology 
- 208-pin PQFP (Plastic Quad Flat Pack) 


2.0 Overview 


2.1 System Block 

The 82C802G provides a highly integrated solution for fully 
compatible, high performance PC/AT platforms. This chipset 
will support 486SX/DX/DX2/DX4 and P24T microprocessors 


in the most cost effective and power efficient designs avaii- 
able today. For power users, this chipset offers optimum per- 
formance for systems running up to SOMHz. 


Based fundamentally on OPTi’s proven 82C801 and 82C802 
design architectures, the 82C802G adds additional memory 
configurations and extensive power management control for 
the processor and other motherboard components. (A sys- 
tem biock diagram of the 82C802G and 82C601/602 is 
shown in Figure 1-1.) 


The 82C802G supports the latest in write-back processor 
designs from intel, AMD, and Cyrix, as well as supporting the 
AT bus and VESA local bus for compatibility and perfor- 
mance. It also includes an 82C206 Integrated Peripherals 
Controller (IPC), ail in a single 208-pin PQFP (Plastic Quad 
Fiat Pack) package for fow cost. 


2.2 Power Management Block 


Figure 2-1 exemplifies the flexibility of the 82C802G/82C602 
GREEN strategy. System designs can easily accommodate 
both SLe and non-SLe CPUs. if an Intel non-SLe CPU is 
used, SMi#, SMIACT#, and FLUSH# are no connects. One 
design can easily accommodate both types of processors 
with minimal changes for upgrades. 


Figure 2-1 Power Management Block Diagram 
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3.0 Signal Definitions 


Figure 3-1 Pin Diagram 
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Table 3-1 
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Numerical Pin Cross-Reference List 
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|__PinName _| PinNo. | 
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PRASS# | tT 


sDd3 14 
Sb4 
SD5 18 
SD7 
$D& 33 
SS 
35 
36 
4 
SD14 41 


SMIACT# 
SMI#/PPEN# 


TAGE 154 
TAGW# 161 
TS 44 
vcc 10 
vcc 43 
vCcC 61 
vec 97 
vec 114 
vec 147 
vec 201 

fowseiRDY# | 50 _| 

OPE 

pa 

Page 5 


82C802G 


3.1. Signal Descriptions 


3.1.1. CPU Interface Signals 


Signal 
Signal Name Type Signal Description 
A[26:24] 99, 144, CPU address lines 26, 25, and 24. 
143 
A[23:17] 140:134 CPU address lines 23 through 17: These signais are inputs during CPU, refresh, 
and master cycles and are outputs during DMA cycles. 
A[16:8] 433:131, VO 
129:124 


CPU address lines 16 through 8: These signals are inputs during non-DMA 
cycles. A[16:9] become outputs which transmit DMA address lines A[16:9] by 

latching SD{7:0] during 16-bit DMA cycles. A[15:8] transmit OMA address lines 
A{15:8] by latching SD[7:0] during 8-bit DMA cycles. 


Af?:2] 123:1214, rs | CPU address lines 7 through 2: These signals are outputs during DMA cycles. 
118:116 


ORAMS# DRAM controller upper address decode input. All the CPU address lines are not 
decoded by the 82C802G. An external decoder or an upper address line should 
be connected to this input. 


DI31:24], ac CPU data bus bits 31 through 24 and 15 through 0. 
D[15:0] 


= OF 171:168 The byte enable signals indicate active bytes during read and write cycles. 


DC#/TAG7 vO CPU data / code cycle status or Tag bit 7: As DC#, this pin is used to indicate 
data transfer operations when high, or control operations (code fetch, halt, etc.) 
when low. As TAG7, this pin is used to expand the cacheable address range of 
the DRAM. 


When MP2 is sampied high during reset, this pin operates as DC#. When MP2 is 
sampled low during reset, it operates as TAG7. TAG7’s functionality may be 
ignored by setting index Register 20h, bit 4. 


MP2 Function 


Memory or I/O cycle definition pin. When MIO# is high, it indicates a memory 
cycle and, if low, an I/O cycle. MIO# becomes an output during master and DMA 
cycles for local device accesses. 


1 D/C# 
0 TAG7 
HITM#/DC# 47 | L1 write-back hit or DC#: This pin is an active low input from an L1 write-back 


capable CPU (such as the P24T) used to indicate that the current cache inquiry 
address has been found in the internal cache and that dirty data exists in that 
cache line. This pin is either HITM#, or both HITM# and DC#. This pin can be in 
either configuration by the sampling of MP2 during reset. When strapped low, it 
functions as HITM# during inquiry cycles and DC# for ail other cycles. In this 
configuration, the OC# and HITM# signals from the CPU must be ANDed into 
this pin. The strapping option also affects Pin 108. 

MP2 Function 


1 HITM# 
0 HITM#@ and DC# 
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Signal Descriptions (Cont.) 


Signal 
pvlgnal Nae Name lua ae Description 


Write or read cycle definition pin. If WR# is high, it indicates a write cycle and, if | or read cycle definition pin. If WR# is high, it indicates a write cycle and, if 
low, a read cycle. WR# becomes an output during master and DMA cycles for 
local device accesses. 


ADS# 111 VO Address status input indicates that a valid bus cycle definition and addresses are 


available on the cycle definition pins and address bus. !t becomes an output dur- 
ing master or DMA cycles to the local bus. 


RDY# 113 WO RDY# indicates that the current non-bus cycle is complete. RDY# becomes an 
input during iocal device cycles. 


BRDY# BRDY# indicates the completion of a bus cycle. 
BLAST# 105 Pot | BLAST# indicates the end of a CPU burst cycie. 


EADS# External address: EADS#, when asserted, indicates that an external address 
has been driven onto the CPU address lines. This address is used te perform an 
internal cache snoop cycle. 


AHOLD 46 Address hold: This pin is driven to force the CPU to float address lines A[31:2] on 
the next clock cycle. 
LDEV# | Local bus device cycie: LDEV# indicates that a local bus device has captured the 


current cycle. This signal is sampled by the 82C802G at the end of the first T2 or 
LREQO# } 145 | 4 | Locat bus request 0 input from the VESA local bus master. 


at the end of the second T2 at 50MHz. 
LGNTO# oO Local bus grant 0 output to the VESA Iocal bus master. 


A20M# 52 16) Address bit 20 mask: A20M# is asserted to force the CPU for real mode opera- 
tion. Up reset, this pin is driven high and can pe asserted by writing to Port 92h 
or keyboard registers. 

3.1.2 AT Bus Interface Signals 
Signal 

Signal Name Pin No. Type Signal Description 

SA[1:0] 31:30 VO ISA bus address lines 1 and 0: These pins are inputs during master cycles and 
outputs during CPU, DMA, or refresh cycles. 

SD[15:0] 42:39, vO ISA bus data lines 15 through 0. 

36:33, 
20:17, 
14:11 
ALE 8 Oo ISA bus address latch enable: When asserted, ALE indicates that the SBHE#, 
‘ SA and LA lines are valid on the ISA bus. 

SBHE# 32 VO ISA bus byte high enable: When asserted, SBHE# indicates that a byte is being 
transferred on SD[15:8] of the ISA data bus. During master cycles this pin is an 

= input, otherwise it is always an output from the 82C802G. 

IORD# 21 /O {SA /O read command: This pin is an input during master cycles and an output 
during CPU and DMA cycles. 

IOWR# 22 vO ISA /O write command: This pin is an input during master cycles and an output 
during CPU and DMA cycles. 
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Signal Descriptions (Cont.) 


Signal 
Signal Name ——_ PIAL OMERROON Ss a Description 
MEMR# ISA memory read command: This pin is an input during master cycles andan | memory read command: This pin is an input during master cycles and an 
output during CPU and DMA cycies. 
MEMW# ISA memory write command: This pin is an input during master cycles and an 
output during CPU and DMA cycles. 


LMGCS# Memory space below one megabyte indicator: This signal is asserted during ISA 
refresh or when the address lines 20 to 26 and DRAMS# are low. This signal 
should be wired OR’d externally with MEMR# and MEMW4 to generate 
SMEMR# and SMEMW4, respectively. 


MEMCS16# 25 VO 1SA 16-bit memory chip select: This is driven by an ISA slave to indicate that it is 
a 16-bit memory device. This is driven low during master cycles. 

1OCS16# 29 ISA 16-bit 1/O chip select: This is driven by an ISA slave to indicate that it sup- 
ports 16-bit 1/O bus cycles. 

JOCHRDY 51 VO VO channel ready: This input is from the SA bus indicating that additional time is 
required to complete the current ISA cycle. 

OWS#/LRDYIl# 50 Zero wait state input from ISA bus or local ready: This pin is either OWS# or 


LRDYI# and is determined by a strapping option of MPO. 


OWS is asserted by the ISA slave to indicate that the system controller can 
shorten the current ISA cycle. If configured as LRDYI#, the VESA local bus 
LRDY# signal should be connected to this input. Consequently, the 82C802G 
will assert CPURDY# in response to the LRDY# from the VL device. 


MP0 is sampled during reset to determine the function of this pin. 


MPO Pin 50 
0 LRDYI# 
4 OwS#4 
ROMCS#/ 49 :0) BIOS ROM cutput enable: During memory cycles, this signal is used for system 
KBDCS# BIOS ROM accesses and can be either 8- or 16-bit. lt will be asserted from the 


end of the first T2 to the end of the last T2. 


Keyboard Controller Chip Select: This is also driven during I/O accesses to port 
60h or 64h and can be connected to the keyboard controiler chip select. 


3.1.3 Bus Arbitration Interface Signals 


Signal 
Type Signai Description 


Refresh: When RFSH# is active, it indicates that a refresh cycle is in progress. 
As an input, this signal is driven by the ISA bus masters to initiate refresh cycles. 


F102 Hold: This signal is driven to the CPU to request the CPU bus. 
103 


a Hold acknowledge must be driven by the CPU to grant the CPU bus to ISA or VL 
devices. 


Signal Name 


7 
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Signai Descriptions (Cont, 


3.1.4 Numeric Processor Interface Signals 


Signat 
psignat Name. .| Name | ST¥pe Neal deal iach 5a re Description 
|FERR# —s| Numeric coprocesser error: | Numeric coprocessor error: FERR# is driven by the CPU when a floating point _| is driven by the CPU when a floating point 
error occurs. This active low signal is used to generate IGNNE# for the 486 CPU. 
IGNNE# aia Ignore numeric coprocesser error: This signal goes active once FERR#is active. 


An I/O write to Port FOh or a CPU reset will force this signal inactive. 
3.1.5 Cache Interface Signals 


Signal 
[Signal Name: =| Name 2. Pe) Signal Description 
TKENK CS | Cacheable or non-cacheable status for the 486 CPU's intemal cache: KEN#is | or non-cacheable status for the 486 CPU's internal cache: KEN# is 
asserted if the current cycle is cacheable in the CPU internal cache. 


FLUSH# 187 .e] Flush CPU internal cache: FLUSH# is driven active before an SMM occurs and 
during a wake up from SMI_GREEN made to flush the CPU internal cache. 
BEA3 158 .@) Cache address line A3: in the single bank cache, this pin is connected to the A3 


line of the cache RAN. In the double-bank interleaved cache, it is connected to 
the even bank A3 line of the cache RAM. 


BEA20A3 159 10) Cache address line A2/A3: In the single bank cache, this pin is connected to the 
A2 line of the cache RAM. in the double-bank interleaved cache, it is connected 


to the odd bank A3 line of the cache RAM. 


|}socc# =| ten] Odd bank cache output enable. 

}ecawe# | 16 | O | Even bank cache write enable. 

rocawe# | 167 | 0 | Oddbarkcachewiteenable, SSCS 

| vO | Cache Tag: Tag 0 through 6 connected to the Tag SRAM data bus. 

a Tag write enable: TAGW4& is asserted during CPU read miss cycles and during 
write hit cycles when the dirty bit is updated. 


DIRTY | vO | Dirty bit of Tag RAM: Indicates that the current line is modified. 


3.1.6 DRAM Interface Signals 


Signal 
Signal Name Type Signal Description 


MA[10:0} 187:185, ioe Ee ee DRAM address: MA[10:0] provides row and column addresses to the DRAMs. 
179:172 


Wana biti ie 
pM Lk I 
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Signal Descriptions (Cont) 


Signal 
Signai Name Type Signal Description 


RAS[7:0}# 195:188 DRAM row address strobe: These signals are used to latch the row addresses 
on the MA[10:0] bus into the DRAMs. In addition, RAS4#, RAS5# and RAS7# 
have duai functions, as shown in the following tables. 

MP1 Pin 192 Pin 193 

0 LREQ1# LGNT1# 

1 RAS4# RASS# 
Function of pins 192 and 193 are dependent on MP1 sampling during reset. 
Pin 195 can be used as RAS7# or MA11. If used as MA11, the 82C802G will 
support 16Mx1 DRAM. 


CAS[3:0}# 184:183, DRAM column address strobe: These signals are used to latch the column 
181:180 addresses on the MA[10:0] bus into the DRAMs. 


MP{3:0] 66:63 1/0 DRAM parity bits 3 through 0: In addition, these MP lines are used for power on 
strapping options. MP lines are sampled at the rising edge of reset and they 
must be pulled down with a 1Kohm resistor to detect a “O” during reset. 


MPO Pin 50 
0 LRDYI# 
OWS# 


Pin 192 Pin 193 
0) LREQ1# LGNT1# 
RAS4# RASS# 


Pin 108 Pin 47 
1 D/iC# HITM# 
TAG7 HITM# and DC# 


Pin 62 
1 EPMI# 
MDIR# 


3.1.7 DMA and Interrupt Controller Interface Signals 


Signal 
Signal Name Pin No. Type Signal Description 


DRQ{7:5}, 202, 198, DMA request fines 7 through 5 and 3 through 0 
DROQ[3:0] 197, 101, 
93, 26, 16 


DACK{[2:0] 205:203 Encoded DMA Acknowledgment Lines 2 through 0. These three lines should be 
decoded externally using a 3 - 8 decoder to drive the ISA DACK lines. 
i DACK 
2 1 0 ISA DACK lines 
0 0 0 DACKO# 
0 0 1 DACK1# 
0 1 0) DACK2# 
0 1 4 DACK3# 
4 0 4 DACK5# 
1 1 0 DACK6# | 
4 1 4 DACK7# 
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Signal Descriptions (Cont) 


Signal 
Signal Name Type Signal Description 


To |_| 0 | Tis essered sea teminal onuntindcaon 
cae ee eC 
reas | 208 | sAinteruptrequests——SSSSCSCSCSCSCSCSCS~—CSCSCS 
reas | 2 | 1 | tSainteraptrequest. SSCS 
cc 


Signal Name 


HLBLTH# 


ATCLK is high, this pin is IRQS. 
IRQ75 fa ed ISA interrupt requests 7 and 5: When ATCLK is low, this pin is IRQ7. When 
IRQ1110 
ATCLEK is high, this pin is IRQ10. 
ISA interrupt requests 15 and 12: When ATCLK is low, this pin is |RQ15. When 
3.1.8 Buffer Control Interface Signals 
Signal 
eae (iit dialed 3h a ere Description 
mE 2 data latch enable: This signal becomes high during the CPU AT byte 2 
read cycle and during DMA or master cycles. 
Byte 2 data buffer output enable: This signal becomes active during CPU DRAM 


IRQ14 | 5 | 1 | (SAinterrupt request 14. 
ATCLK is high, this pin is IRQS. 
IRQ1512 
ATCLK is high, this pin is IRQ12. 
Se ae Q] to XD[7:0] direction control:  SD[7-0] te XD[7°0] direction control: This pin is driven active for all ROM cycles | pin is driven active for all ROM cycies 
cycles for parity checking and generation, during CPU AT byte 2 write cycle in 


IRQ43 as ee ISA Interrupt requests 4 and 3: When ATCLK is low, this pin is i[RQ4. When 
ISA interrupt requests 11 and 10: When ATCLK is low, this pin is [RQ11. When 
INTR 104 Ee Oe Interrupt request to the CPU. 
and 1/O accesses to Ports 60h, 64h, 70h, and 71h. 
486 mode and during DMA or master byte 2 read DRAM or local device cycles. 


HLBOE1# 56 


HLBOE2# Byte 2 data latch output enable: This signal becomes active during CPU AT byte 
2 read cycle and during DMA or master byte 2 write to local DRAM or local 


device cycles. 


3.1.9 Reset Signals 


Signal 
| Signal Name Pin No. Type Signai Description 
CPURST 115 O° CPU reset: This reset signal can be connected to CPURST, SRESET, or INIT to 


the CPU depending on the CPU type. This signal is driven high for 64 clocks 
after a low-to-high transition on the PWRGD input. Additionally, the signal is aiso 
driven during Port 92 and keyboard reset. 


; PWRGD 59 l Power good status or reset switch on indication: A high on this pin indicates that 
VCC from the power supply is stable. When sampled low with CLKI present, all 
the 82C802G's internal state machines will be reset. A low-to-high transition is 


used to generate CPURST. 


av mi i & 
Smeg 
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Signal Descriptions (Cont.) 
3.1.16 Clock Signals 


| 44.31818MHz oscillator input: This is a 14.31818MHz clock input used by the | 31818MHz oscillator input: This is a 14.31818MHz clock input used by the 
internal 8254 timer and power management unit. 


AT clock (to AT bus): This is a free running clock output, programmable to be 


CLKI/3, CLKI/4, CLKI/5, CLKI/6 or OSC/2. During the GREEN Made, the ATCLK 
output will always be equal to OSC/2. 

CLK 1x input: The single-phase clock input provides basic timing and operating 
frequency for the 82C802G. The 82C802G supports 25, 33, 40 and 50MHz oper- 
ation. This clock should be in phase with CPU clock. 


3.1.11 Miscellaneous Signals 


Signai 
Signal Name nee No. mle pPigpel Desenpeen st 8S Fe ne Description 


CHCK# | 1/0 channel check: CHCK# is driven by the ISA bus devices when a parity or__—| channel check: CHCK# is driven by the ISA bus devices when a parity or 
uncorrectabie error occurred on the iSA bus. If NMI is enabled and CHCK# is 
asserted and NMI will be generated to the CPU.‘ 


NMI 98 Non-maskable interrupt (to the CPU): If NMi is enabled, NMI will be asserted to 
the CPU due to a system parity error or ISA bus channel check. 


SPKD 48 @) Speaker data output: This signal is generated by the output of counter 2 and 
controlled by Port 61h, bit 1. 


3.1.12 Power Management Signais 


Signal Name Pin No. 


EPMIH/MDIR# 62 70 


Signal Description 


This pin is either MDIR# or EPMI#. When configured as MDIR#, the 82C802G 
will use this signal to buffer the DRAM data bus. This will be the direction control 
pin to the 74F245s. When active, the DRAM (MD) data bus will drive the CD bus. 
Otherwise, the CD bus will always drive the MD bus. 
When this pin is configured as EPMI#, it is an input which will signal the system 
to generate an SMI# or PPEN# depending on the configuration. A configuration 
register is available to control the functionality of this pin. 


: MP3 is sampied during reset to determine the function of this pin. 
MP3 Function 


1 EPMI# 
i 0 MDIR# 
SMIACT# 156 | System management interrupt active: This is an input signal from the CPU which 


indicates SMM (System Management Mode). 


SMI#/PPEN# 160 .@) System management interrupt or power port enable: When an SLe CPU is used, 
this pin will be used as both PPEN# and SMI#. it will be used as SMI# to allow 
the system to go into the SMI_GREEN Mode and PPEN# when the system is to 
return to the NORMAL Made. When a non-SLe CPU is used, this pin will be 

| PPEN# and used as a strobe to the 82C602's GPM Port. 


HD pM glee 


BUy.s + | 
ana 
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Signal Descriptions (Cont.) 


3.1.13 Power and Ground Pins 


Signal 
Signal Name Type Signal Description 


Power connection: +5.0V 


15, 27, 37, Ground connection 
38, 60, 78, 

- 79, 96, 

119, 120, 

130, 141, 

142, 164, 

182, 200 
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4.0 Functional Description 


The following sub-sections will explain the various cycle and 
power management operations of the 82C802G. 


4.1 Reset Logic 


The RST1# input to the 82C802G is used to generate the 
CPU reset (CPURST) signal. RST 1# is a “cold reset” which is 
generated when either PWRGD goes low (from the power 
supply, indicating a low power condition) or the system reset 
button is activated. This reset signal is used to force the sys- 
tem to begin execution at a known state. When PWRGD is 
sensed inactive, the 82C802G will assert CPURST. CPURST 
is also generated when a shutdown condition is decoded 
from the CPU bus definition signals. CPURST is asserted for 
64 CLK cycles. 


For systems with SLe CPUs, CPURST is the gicbal reset 
while SRESET is active during a global reset and also during 
any warm reset. When SRESET is activated, the SMBASE 
Register does not change and UP# is not sampied. SRESET 
leaves the status of the on-chip FPU and SMBASE Register 
intact while resetting other units including the on-chip L1 
cache. CPURST for the SLe CPU, is generated through the 
82C602. The 82C602 asserts RSTDRV and LRESET# for 64 
CLK cycles after PWRGD is active. Figure 4-1 shows the 
proper way to configure the resets. 


The 82C802G emulates the keyboard reset function. The 
keyboard reset is intercepted by monitoring the V/O write 


Figure 4-1 Reset Connection Example 


CPURST 


OPTI 
82C802G 


PWRGD 


Reset Circuit 


OPTi 
82C602 


cycle “FE” command to Port 64h. This fast CPU reset from 
the chipset will be generated directly after the /O write is 


decoded unless bit 1 of Index Register 20h is cleared to 0, in 


which case the reset will not start until a “HALT” instruction is 
executed. 


4.2. System Clock Generation 


The 82C802G has a single high-frequency clock input, CLK. 
CLK is a master single-phase clock which is used to drive all 
the host CPU synchronous signals and all of the 82C802G's 
internal state machines. This clocking scheme provides oper- 
ation to support platforms at system speeds up to SOMHz. 


The 82C802G generates the AT bus clock (ATCLK) from an 
internal division of CLK. The ATCLK frequency is program- 
mabie and can be set to any of four synchronous mode clock 
division options by programming Register 25h, bits 1 and 0. 
In addition to the CLK source, there is an asynchronous 
mode available by clearing bit 1 of Register 27h, which gen- 
erates the ATCLK by dividing the ATBUS OSC oscillator by 2 
(OSC/2). This asynchronous mode is important when enter- 
ing the GREEN Made, where the CPU clock rate can change 
and thereby, generate unsuitable ATCLK frequencies if left in 
the synchronous mode. This allows the system designer to 
tailor the AT bus clock frequency to support a wide range of 
system designs and performance platforms, as well as to 
function reliably during power saving modes. 


SRESET 


SLe 
CPU 


CPURST 


RSTDRV 


ISA Bus 


LRESET# 
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4.3. CPU Burst Mode Control 


The 82C&02G chipset fully supports 486 burst cycles. The 
82C802G cache and DRAM controllers insure that data is 
burst into the CPU whenever the 486 requests a burst linefill. 
The secondary cache provides data on read-hits and the 
DRAM supplies the data during cache read-misses. 


For a cache read-hit cycle, BRDY# (Burst Ready) is asserted 
during the first T2 state when a 2-1-1-1 (zero wait state) 
cache burst cycle is chosen, otherwise it is asserted during 
the second T2 state when one wait state is required. If a 
read-miss occurs, the DRAM controller will burst new data 
into both the cache memory and CPU simultaneously. 
BRDY# will be asserted for each double-word during these 
cache read-miss update cycles. For a zero wait state cache 
burst read cycle, 2-1-1-1, BRDY# will be asserted during the 
first T2 and remain active until BLST# (Burst Last) from the 
CPU is detected. For a 3-2-2-2 cache burst read cycle, 
BRDY# will be toggled active on an every-other-clock basis to 
accommodate the more relaxed data access timing required 
above 33MHz operation. BRDY# is never active during DMA 
or master cycles. 


The 82C802G contains separate burst counters to support 
DRAM and external cache burst cycles. The read/write 
DRAM burst counter performs the cache read-miss linefill 
(DRAM to external cache/CPU) and the cache burst counter 
supperts the 486 burst linefill (external cache to the 486 
CPU). The access order of the burst counter exactly matches 
the double-word address sequencing expected by the 486 
CPU. The DRAM burst counter is used for cache read-miss 
cycles and dirty linefill write operations. 


4.4 L1Write-Back Timing Description 


Level 1 Write-Back Support 

The L1 cache can contain modified data that is not present in 
the L2 cache or DRAM. The CPU will not allow external 
devices to access its internal cache. The 82C802G will exe- 
cute an inquire cycle to the L1 cache for all master accesses 
to the system memory area. Master devices, whether local or 
on the ISA bus, must snoop the L1 cache during every 
access to system memory. If valid information is in the U1 
cache and this information has been modified without being 
updated to the system memory, the HITM# signal will be gen- 
erated. A write-back cycle must be generated whenever a 
modified line is hit. In this case, the 82C802G will burst the 
line back to the L2 cache. 


VESA Local Master Cycles 

The L1 cache inquire cycle begins with the CPU relinquishing 
the bus with the assertion of HLDA. On sampling HLDA, the 
local bus card will generate ADS#. EADS# will be generated 
by the 82C802G for one clock following the ADS# generation. 
if the CPU does not respond with assertion of HITM#, the 
82C802G will complete the cycle from the L2 cache or the 
system memory. If HITM# is asserted, the 82C802G will 


expect a castout cycle from the L1 cache. HITM# is con- 
nected to the WBACK# signal on the VL bus which will abort 
the VL cycle and allow the CPU to perform its castout cycle. 
The 82C802G will release hold to the CPU and generate 
RDY# to terminate the local bus cycle. Next, the CPU will 
write-back its L1 contents to cache/system memory. 


Master/DMA Write Cycle 

HOLD is generated to the CPU in response to an ISA master 
or DMA cycle. The CPU then relinquishes the bus with the 
assertion of HLDA. The 82C802G issues AHOLD to the CPU 
to tristate the CPU's address bus. At this time, the DMA or 
master device drives the address onto the CPU bus and 
CHRDY is released. EADS# is generated by the 82C802G 
and HITM# will be generated if the address is a modified line 
in the cache. The CPU will then perform its castout cycle 
always starting at the address 0X0 of the 16-byte line. After 
the castout cycle, the CPU deasserts HITM# and issues 
HLDA. The ISA master or DMA device can then finish its 
cycle. 


4.5 Cache Subsystem 


The integrated cache controller, which uses a direct-mapped, 
bank-interleaved scheme dramatically boosts the overall per- 
formance of the local memory subsystem by caching writes 
as well as reads (write-back mode). Cache memory can be 
configured as one or two banks, and sizes of 64KB, 128KB, 
256KB, and 512KB are supported. Provisions for two pro- 
grammabie non-cacheable regions are provided. The cache 
controller operates in a non-pipeline mode with a fixed 16- 
byte line size (optimized to match a 486 burst linefill) in order 
to simplify the motherboard design without increasing cost or 
degrading systern performance. For 486 systems, the sec- 
ondary cache operates independently and in addition to the 
CPU's internal cache. 


4.5.1. Cache Bank interleave 

In order to support cache burst cycles at higher frequencies 
and still utilize conventional speed SRAMs, a bank-interleave 
cache access method is employed. The addresses are 
applied to the cache memory one cycle earlier, while cache 
output enable signals control even/odd bank selection and 
enable cache RAM data to the CPU data bus. Since the out- 
put enable time is about one-half of the address access time, 
the 82C802G can achieve a high-performance cache burst 
mode without using more expensive high-speed SRAMs. 


The 82C802G supports one or two cache banks. Two cache 
banks are required to interleave and optimally realize the per- 
formance advantages of this cache scheme. Cache sizes of 
128KB and 512KB are single-bank caches, while 64KB and 
256KB cache sizes are double-bank configurations. When 
using a double-bank configuration, the even and odd banks 
receive the same address lines. Signals BEA2OA3, BEA3, 
ECAWE#/OCAWE®, and BECE#/BOOE# are used to dictate 
the even or odd bank access. 
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4.5.2. Write-Back Cache 

The write-back cache scheme derives its superior perfor- 
mance by optimizing write cycies. There is no performance 
penaity in the cache write cycle, since the cache controller 
does not need to wait for the much slower DRAM controller ta 
finish its import before proceeding to the next cycle. 


4.5.2.1 Tag RAM 

A built-in tag comparator improves system performance while 
reducing component count on the system board. The com- 
parator internally detects the cache hit/miss status by com- 
paring the high-order address bits (for the memory cycle in 
progress) with the stored tag bits from previous cache entries 
(see Table 4-1). When a match is detected, and the location 
is cacheable, a cache hit cycle takes place. If the comparator 
dees not match, or a non-cacheable location is accessed 
(based on the internal non-cacheable region registers), the 
current cycle is a cache miss. 


The tag is invalidated automatically during memory reads 
when the cache is disabled; each memory read will write into 
the corresponding tag location a non-cacheable address 
(such as AQO0Oh or BOOOOCh of the video memory area). To 
flush the cache, simply disable the cache in Configuration 
Register 21h and read a block of memory equal to the size of 
the cache. The advantage of this invalidation scheme is that 
no valid bit is necessary and expensive SRAM can be con- 
served. 


Table 4-1 details which CPU address bits are stored as tags 
for the various cache sizes supported in the 82C802G. 


Table 4-1 Address to Tag Bit Mapping 


racer | oe | vaane | axe | oar | 


* TAG7 is invalid when either MP2 is pulled up or Register 
20h, bit 4 is = 1. Therefore, cacheable memory size is 
reduced to one-haif its original size, respectively. 


4.5.3 Dirty Bit Mechanism 

The “dirty bit” is a mechanism for monitoring data coherency 
between the external cache subsystem and DRAM. Each tag 
entry has a corresponding dirty bit to indicate whether the 
data in the represented cache line has been modified since it 
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was loaded from system memory. This allows the 82C802G 
to determine whether the data in memory is “stale” and needs 
to be updated before a new memory location is allowed to 
overwrite the currently indexed cache entry. The write-back 
cycle causes an entire cache line (16 bytes) to be written 
back to memory, followed by a fine burst from the new mem- 
ory location into the cache and CPU. Normally, the perfor- 
mance advantage of completing fast writes to the cache 
outweigh the “write-back” read-miss penalties which are 
incurred while operating the write-back scheme. 


Possible cache cycles are detailed next: 


Cache Read-Hit 

The secondary cache provides the data to the CPU directly. 
The 82C802G cache controller follows the CPU's burst proto- 
col to fill the processor's internal cache line. 


Cache Read-Miss (Dirty Bit Negated): Import Cycle 

The cache controller does not need to update system mem- 
ory with the cache’s current data, because that data has not 
been modified (evidenced by the dirty bit negation). The 
cache controller asserts TAGVW#, causing the tag RAMs to 
update with the new address, and asserts BEOE#/BOOE#, 
causing the cache memory to update with data from the new 
DRAM line. Data is presented to the CPU and the secondary 
cache concurrently (following the 486 burst protocol). 


Cache Read-Miss (Dirty Bit Asserted): Castout Cycle 

The cache controller must update the system memory with 
data from the cache location that is gaing to be overwritien. 
The 82C802G's cache controller writes the 16-byte line from 
cache memory into DRAM, then reads the new line from 
DRAM into the cache memory and deasserts the dirty bit. 
The cache controller asserts TAGW#, BEOE#/BOOE#, and 
DRTYW# during this linefill. This new data is presented to the 
CPU and to the secondary cache concurrently (following the 
486 burst protocol). 


Cache Write-Hit 

in a write-back cache, the memory controller does not need 
te update the much slower DRAM memory or write-hit. if the 
cache controller is set for zero wait state operation and the 
dirty bit is set, the controiler will run a zero wait state cycle. 


Cache Write-Miss 

The cache controller bypasses the cache entirely and writes 
the data directly into ORAM. The dirty bit is unchanged. No 
import cycle to the cache takes place. 


Table 4-2 shows the various cache cycles at different opera- 
tional speeds. 


Table 4-3 shows the cache sizes supported by the 82C802G, 
with the corresponding tag RAM address bits, tag RAM size, 
cache RAM address bits, cache RAM size, and cacheable 
main memory size. 


Table 4-4 shows recommended data and tag SRAM speeds 
for relative CPU clock rates. 
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Table 4-2 Cache Cycles 


ae ee ee ee 
No U2 cache, page 


* Ifthe AT bus clock is equal to the system clock divided by 6, ADS# will be delayed one T-state, resulting in all leadoff cycles 
to be delayed by one clock. 


Cycle Type 


Cache hit 
Cache miss, page hit 


Table 4-3 Cache SRAM Requirements 
Cache Size Tag Fieid Address Cache SRAM Address Cacheabie Main 

Pee WOE ctu p. . ag RAM SIR. RAM Size i: sonata ie 2 SRAMs Size  SeyiGache RAM Sie RAM Size PS val ONE), = {MB) 

| ~=6A3te]OtC*d 16] ar. ne A(15: er [ aeSSS~—S 

8Kx8 8 2a. /8Kx8 8* 

A(24:17] 16Kx1 A(16:2] 32 

8Kx8 4 2a/32Kxé 16* 

256 A(25:18] 16Kx1 A(17:2] 64 

32Kx8 8 ea./32Kx8 16* 

512 A[26:19] 64Kx1 A[18:2] 428 

32Kx8 4 ea. /128Kx8 64* 


* Cacheable address range when used with 7-bit tag. 
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Table 44 SRAM Speed Requirements 


7) F ] | REE cose meena 


Cache read burst 2-1-1-1 
Single/double bank 


Cache write 0 wait state 
Cache read burst 2-1-1-1 
Single/double bank 


Cache write 0 wait state 
Cache read burst 2-1-1-1 
Single bank 


25 25 25 Cache write 0 wait state 
Cache read burst 2-1-1-1 
Double bank 


Cache write 0 wait state 
Cache read burst 3-2-2-2 
Single bank 


33 20, Note (2) 15 Cache write 0 wait state 
Cache read burst 2-1-1-1 

Double bank cache only 

fd Cache write 1 wait state 


Cache read burst 3-2-2-2 
Single/double bank 


Cache write 1 wait state 
Cache read burst 3-2-2-2 
Single/double bank 


Notes: 1. DRAM and cache cycles are at their minimum wait states. 
2. 20ns SRAM with Tdoe equai to or less than 10ns 


4.6 Local DRAM Control Subsystem 


The 82C802G supports up to eight banks of page-mode Iacal Table 4-5 gives the possible DRAM configurations. For addi- 
DRAM memory for configurations of up to 64MB using tional information, please refer to the DRAM Control Register 
256KB, 1MB, 4MB, or 16MB page-mode DRAM devices. The 1 (Index 24h) for programming options. 

DRAM configuration is programmabie through Configuration 

Register 24h. DRAM performance features are programma- 

bie through Configuration Register 25h. 
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Table 4-5 DRAM Configurations 
[geekxss | seeks | x | x [|x |x |x |x| om | 000,000 
I ee ec eS UR a ne ECC 
| 266Kx36_ | 256Kx36_| 256Kx36_ | 2seKx3e | x | x Tx 7M 000,001 
amos [ume | ef ee a 
| 256kx36e_ | 256Kx36_ | Mss | xe |x em 000,014 
x 6M 100.111 
1Mx36 1Mx36 Ss x x 3M 000,101 
1Mx36 x 1Mx36 x x x x 8M 900,100 
256Kx36 256Kx36 | 266Kx36 256Kx36 256Kx36 8M 101,000 
|_256Kx36 | 256Kx36_ | Mx36_ | iMxae_ |x x x x 10M; 000.110 
1Mx36 x 1Mx36 12M 000.111 
12M 101,001 
a ae ‘2M 004,101 
|_ 266Kx36 | 256Kx36 | IMxa6 |x tas | Mxae |x x 14M 004,111 
[ass [x | x |x | «|x | «|_| _tem__[ 001,001 _| 
imxaé_ | 1Mx36 16M 001,000 
Lise fx Mae Tx Mae imese x tem tooo1 
[| iMxse | xx |x| Mxge | xk Mas |x 16M 101,010 
oo ae os x x x i x x 17M 101,100 
oe 1Mx36 1Mx36 1Mx36 x x 18M 010,011 
| tMxse | amos ee om tonto | 
[ima | x ages |x x x aaa See 20M | 04,115 
| imMx3e |x| 1x36 1Mx36 | iMx36 1Mx36 x x 20M 010,101 
256Kx36 258Kx36 258KXx36 256KXx36 1Mx36 1Mx36 1Mx36 1Mx36 20M 001,110 
256Kx36 256Kx36 | iMxa6 x 1Mx36 1Mx36 1Mx36 | 1Mx36 22M 010,000 
imx36 | x | 4Mx36 | x amnze |x| x x 24M 011,001 
1Mx36 | 1Mx36 1Mx36 | 1Mx36 1Mx36 x x 24M 016,111 
1Mx36 x | _1Mx36 x 4Mx36 1Mx36 1Mx36 1Mx36 | 24M 010,010 
256Kx36 256Kx36 | 1Mxa6 imx36 | 1Mx36 4Mx36 1Mx36 IMx36 | 26M 610,100 i 
| 1Mx36 x 1Mx36 x | 4Mx36 x 4Mx36 x i 25M 110,010 
1Mx36 x iMxse ij 28M TOTO 
4Mx36 x x x x x x i 32M 001,011 : 
4Mx36 x ( x x x x | 32M 001,010 
1Mx36 4Mx36 x | x x 32M o11,011 
1Mx36 1Mx36 1Mx36 1Mx36 YMx36 | IMx36 | 1x36 1Mx36 32M 017,600 
1Mx36 x 4Mx36 x 4Mx36 x x x 36M 110,100 
41Mx36 1Mx36 4Mx36 x 617,417 
x 011,010 
| 4Mx36 4Mx36 x 011,104 
i 1Mx36 1Mx36 | 1Mx36 1Mx36 4Mx36 4Mx36 x x 48M | 100,001 i 
/ 4Mx36 =| iMx36 |  1Mxa6 1Mx36 | 4Mxa6 | x | 4Mx36 x 48M 611,100 i 
1Mx36 x | _ 4Mx36 x | _4Mx36 x 4Mx36 x 52M 110,011 ( 
{16Mx36 x x x i x x x 64M 104,110 | 
; 4Mx36 | 4x36 | 4Mx36 4x36 | x x ee eee ee ee 001,100 
1 4Mx36 x | 4Mx36 x i 4Mx36 T@Mx36 | ! x 34M : 100,014 
4Mx36 | x 4Mx36 ! x 1 4Mx36 x | 4Mx36 x 64M t 611,110 
IMx36 i x 4Mx36 4Mx36 | 4Mx36 x i; 4Mx36 | x 68M 110,110 
1Mx36 | x IMx36 | x | 4Mx360 | 4Mx36 | 4x36 4Mx38 72M i 100,000 
__1Mx36 1Mx36 1Mx36 1Mx38 | 4x36 4Mx36 | 4x36 | 4Mx36 aoM 190,010 
| 1 
i 1 
i | | 4Mx36 | 1 : 
1Mx36__ x 4Mx36 4Mx36 | 4Mx36 4Mx36| 4x36 | 4x36 100M 110,101 
! i 
1 


i 
| 4Mx36 | 
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Tabie 4-6 describes how the DRAM address lines are multi- 
plexed for any memory device types. 


Table 4-6 


CPU Address to MA Bus Mapping 


4.7 Parity Generation/Detection Logic 


During locai DRAM write cycles, the 82C802G generates a 
parity bit for each byte of write data from the processor. Parity 
bits are stored into local DRAM along with each data byte. 
During a DRAM read, the parity bit is checked for each data 
byte. If the logic detects incorrect parity, the 82C802G gener- 
ates a parity error to the CPU. The parity error will invoke the 
NMI interrupt, provided the parity check is enabled in the 
Configuration Register 21h, bit 5. Parity check must also be 
enabled in the Port B (61h) Register, bits 2 and 3. 


4.8 Refresh Logic 


The 82C802G supports both normal and hidden refresh. Nor- 
mal refresh refers to the classical refresh implementation 
which places the CPU on “hold” while a refresh cycle takes 
place to both the local DRAM and any AT bus memory. This 
is the default condition at power-up. However, hidden refresh 
is performed independent of the CPU and does not suffer 
from the performance restriction of losing processor band- 
width by forcing the CPU into its hoid state. 


Hidden refresh delivers higher system performance and is 
recommended over normal refresh. As long as the CPU does 
not try to access local memory or the AT bus dunng a hidden 
refresh cycle, refresh will be transparent to the CPU. The 
CPU can continue to execute from its internal cache and exe- 
cute internal instructions during hidden refresh without any 


loss in performance due to refresh arbitration. If a local mem- 
ory or AT bus access is required during hidden refresh, wait 
states will be added to the CPU cycle until the resource 
becomes available. Hidden refresh also separates refreshing 
of the AT bus and local DRAM. 


The DRAM controller arbitrates between CPU DRAM 
accesses and DRAM refresh cycles, while the AT bus con- 
troller arbitrates between CPU accesses to the AT bus, DMA, 
and AT refresh. The AT bus controller asserts the RFSH# 
and MEMR# commands and outputs the refresh address dur- 
ing AT bus refresh cycles. 


The 82C802G implements refresh cycles to the local DRAM 
using CAS-before-RAS timing. CAS-before-RAS refresh has 
lower power consumption than RAS-only refresh - which is 
important when dealing with large memory arrays. CAS- 
before-RAS refresh is used for both normal and hidden 
refresh to local memory. 


The output of internal Counter1/Timer1 (OUT‘1) inside the 
82C802G is programmed as a rate generator to produce the 
periodic refresh request signal which occurs every 15.9us. 
Requests for refresh cycles are generated by two sources: 
internally by Counter1/Timer1, or alternatively, a 16-bit ISA 
master may initiate a refresh cycle. These ISA masters sup- 
ply refresh cycles because the refresh controller cannot pre- 
empt the bus master to perform the necessary refresh cycies. 
16-bit ISA masters that hold the bus longer than 15us must 
supply refresh cycles. 


By programming Configuration Register 22h, bit 0, slow 
refresh may be enabled to further divide the 15.9us period by 
four to provide a 63.6us “slow refresh” interval. (Slow refresh 
DRAMs must be used with the slow refresh feature.) 


4.9 Shadow RAM and BIOS Cacheability 


When using the 82C802G, the procedures listed below 
should be followed to property setup and configure shadow 
RAM utilities. 


1. Enable ROMCS# generation for the segment to be shad- 
owed. Although the FOOQOh-FFFFFh segment defaults to 
ROMCS# generation, the C, D, and E0000h ROM seg- 
ments must have ROMCS# enabled manually in Index 
Register 2Dh. 


2. Enable ROM contents to be copied to into DRAM. 
Enabling shadow RAM copy enable (read from ROM, 
write to DRAM) for address range COOQOQOh-EFFFFH is 
controlled in Index Register 26h[6]. The FOOOOh-FFFFFh 
segment copy enable bit is in Index Register 22h[7}. 
These bits must be set so that reads to these segments 
will be executed out of the ROM and writes will be trans- 
lated into DRAM. 


TT 


912-3000-006 


Waid a ima 


mm 900419) 9000507 300 


Powered by ICminer.com Electronic—Library Service CopyRight 2003 


82C802G 


3. Enable shadow RAM area to permit DRAM read/write 
accesses. The next step is to enable the individual 
shadow RAM areas so that both read and write 
accesses will be executed in DRAM exclusively. At this 
point, the ROMCS# generation bits that were previously 
necessary to access the original ROM code must be dis- 
abled (Index Register 2Dh). These ROMCS# generation 
bits will over-ride shadow RAM settings, which makes 
the disabling of these bits necessary. The following reg- 
isters control shadow RAM enabling for the individual 
segments. 


CO0Q00h-CFFFFh Index 26h[3:0) (with 16KB granularity) 
DOO0O0h-DFFFFh Index 23h(3:0] (with 16K8 granularity) 
EOQO00h-EFFFFh Index 23h{7:4] (with 16KB granularity) 
FOOCOh-FFFFFh Index 22h[7] (with 64KB granularity) 


(The FO00Ch-FFFFFh segment is handled uniquely; this 
segment will be shadowed, write-protected, and cached 
in the L2 cache with the clearing of a single bit: Index 
22h{7].) 

4. Write-protect shadow RAM areas. Generally, shadow 
RAM areas should be write protected to ensure the 
integrity of the code. This can be accomplished by set- 
ting the following Index Registers: 


26h(5] for the COOO0Gh-CFFFFh segment 
22h[4] for the DOQOOh-DFFFFh segment 
22h{3] for the EQOOh-EFFFFh segment 


5. Cache shadow RAM area in L2/L1 caches (optional). 
Caching of the individual code segments can be accom- 
plished through Index Registers 2Eh and 2Fh. Although 
write protection of these areas will still be honored in the 
L2 (external) cache, the L1 cache does not have a write 
protection mechanism and the ROM code may be over- 
written or modified if stored in the L1 cache. 


4.10 System ROM BIOS Cycles 

The 82C802G supports both 8- and 16-bit EPROM cycles. If 
the system BIOS is 16 bits wide, ROMCS# should be con- 
nected to M16# through an open collector gate indicating to 
the 82C802G that a 16-bit EPROM is responding. The sys- 
tem BIOS resides on the XD bus. 


ROMCS# is generated by default for the system BIOS 
(FOOQO-FFFFFh) segment. In addition, Configuration Regis- 
ter 2Dh may be programmed to generate ROMCS# for the 
COQOQOh-EFFFFh block with 32KB granularity. This feature is 
extremely useful when integrating various adapters on the 
system board. 


4.11 AT Bus State Machine 


The AT bus state machine gains control when the 82C802G's 
decoding logic detects a non-local memory cycle. It monitors 
status signals Mi6#, |OCS16#, CHRDY, and NOWS# and 
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performs the necessary synchronization of control and status 
signals between the AT bus and the microprocessor. The 
82C802G supports 8- and 16-bit memory and I/O devices 
located on the AT bus. 


An AT bus cycle is initiated by asserting ALE in AT-TS1 state. 
On the trailing edge of ALE, M16# is sampled for a memory 
cycle to determine the bus size. It then enters AT-TC state 
and provides the command signal. For an I/O cycle, 1OCS16# 
is sampled after the trailing edge of ALE until the end of the 
command. 


Typically, the wait state for an AT 8/16-bit transaction is 5/1, 
respectively. The command cycle is extended when CHRDY 
is detected inactive, or the cycle is terminated when the zero 
wait state request signal (NOWS#) from the AT bus is active. 
Upon expiration of the wait states, the AT state machine ter- 
minates itself and passes an internal READY to the CPU 
state machine for outputting a synchronous RDY# to the 
CPU. Index Register 20h, bit 2, allows for the addition of an 
AT cycle wait state. Bit 3 of this same register allows for the 
generation of a single ALE instead of multiple ALEs during 
bus conversion cycles. The AT bus state machine also routes 
data and address when an AT bus master or DMA controller 
accesses memory. 


4.12 Bus Arbitration Logic 


The 82C802G provides arbitration between the CPU, DMA 
controller, AT bus masters, and the refresh logic. During 
DMA, AT bus master, and conventional refresh cycles, the 
&2C802G asserts HOLD to the CPU. The CPU responds to 
an active HOLD signal by generating HLDA (after completing 
its current bus cycle) and placing most of its output and V/O 
pins in a high impedance state. After the CPU relinquishes 
the bus, the 82C802G responds by issuing RFSH# (refresh 
cycle) or generating the appropriate DRQ (AT bus master or 
DMA cycle), depending on the requesting device. During hid- 
den refresh, HOLD remains negated and the CPU continues 
its current program execution as long as it services internal 
requests or achieves cache hits (refer to the refresh section 
for additional information). 


The AT bus controller in the 82C802G arbitrates between 
DMA/master and refresh requests, deciding which will own 
the bus once the CPU relinquishes control with the HLDA sig- 
nal. The arbitration between refresh and DMA/master is 
based on a FIFO (first in-first out) priority. However, a refresh 
request (RFSH#) is internally latched and serviced immedi- 
ately after the DMA or master finishes its term if queued after. 
DRQs must remain active to be serviced if a refresh request 
comes first. The “MASTER#"’ signal from the AT bus indicates 
an active AT bus master cycle. 
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4.13 Local Bus Interface 


The 82C802G allows peripheral devices to share the “local 
bus’ with the CPU. The performance of these devices (which 
may include the video subsystem, hard disk adapters, LAN, 
and other PC/AT controllers) will dramatically increase when 
allowed to operate in this high-speed environment. These 
devices are responsible for their own address and bus cycle 
decodes and must be able to operate at the higher frequen- 
cies required for operation on the local CPU bus. 


The LDEV# input signal to the 82C802G indicates that a focal 
device is intercepting the current cycie. If this signal is sam- 
pled at the end of the first T2 clock cycle (end of the second 
T2 at 50MHz), then the 82C802G will allow the responding 
local device to assume responsibility for the current local 
cycle. When the device has completed its operation, it must 
terminate the cycle by asserting RDY# or BRDY# to the CPU. 
RDY# and BRDY# are bidirectional pins on the 82C802G and 
may be driven by a locai bus peripheral or the chipset to ter- 
minate their respective cycles. 


4.14 Data Bus Conversion/Data Path 
Control Logic 


The 82C802G performs data bus conversion when the CPU 
accesses 16- or 8-bit devices through 16- or 32-bit instruc- 
tions. It also handles DMA and AT master cycles that transfer 
data between local DRAM or cache memory and locations on 
the AT bus. The 82C802G provides ai! of the signals to con- 
trol external bidirectional data buffers. 


4.15 Turbo/Slow Mode Operations 


The Turbo Mode is controlled through Index Register 27h, bit 
3. The system will run at fuil speed if this bit is set to 1 and 
Non-turbo (slow) Mode when this bit is set to 0. The slow 
mode operation is implemented by applying a periodic clock 
to the HOLD input of the CPU. OSC12 is the clock source 
used for this operation. OSC12 is internally derived from the 
14.31818MHz OSC clock input to the 82C802G. HOLD is 
maintained for approximately two-thirds of the time, while the 
CPU is allowed to perform normal external operations during 
the remaining one-third interval. 


4.16 Fast GATEA20 and RESET 
Emulation 

The 82C802G will intercept commands to Ports 60h and 64h 
so that it can emulate the keyboard controller, allowing the 
generation of the fast GATEA20 and fast CPURST signais. 
The decode sequence is software transparent and requires 
no BIOS modifications to function. The fast GATEA20 gener- 
ation sequence involves writing “D1h’ to Port 64h, then writ- 
ing data “O2h" to Port 60h. The fast CPU “warm reset’ 
function is generated when a Port 64h write cycle with data 


“FEh’” is decoded. A write to Port 64h with data “DOh’ will 
enable the status of GATEA20 (bit 1 of Port 60h) and the 
warm reset (bit 0 of Port 60h) to be readable. 


4.17 Special Cycles 

The 486 microprocessor provides special bus cycles to indi- 
cate that certain instructions have been executed, or certain 
conditions have occurred internally. Special cycles such as 
shutdown and hait cycles are covered by dedicated handling 
fogic in the 82C802G. This logic decodes the CPU bus status 
signals MIO#, DC#, and WR# and executes the appropriate 
action. 


4.18 Power Management Features 

The OPTi 82C802G aiong with the 82C602 provides for an 
optimum GREEN solution. The 82C602 provides a GREEN 
power management port for controlling desktop subsystems 
which may include clock control to the CPU's clock (STP- 
CLK# signal to the CPU) ta monitor shutdown conditions. 


The 82C802G provides a Green Event Timer (GET) used to 
activate the AUTO_GREEN or SMI_GREEN Modes. The 
GET can be reloaded by any IRQ, local bus, DMA requesi, 
keyboard, video, and hard/floppy disk accesses. It can also 
be reloaded by a programmable I/O subsystem activity and 
an optional external source. 


The AUTO_GREEN Mode is available for dynamic CPUs 
which do not support the SMI protocol. The SMI_GREEN 
Mode enables a much higher degree of software control for 
GREEN capabilities. This SMILGREEN Mode requires SL 
enhanced (SLe) CPUs. 


4.18.1 System Activity Detection 

The GET countdown timer will reload under the following 
events: (Selection of these events are fully programmable in 
the chipset's indexed registers.) 


- AlIR@s 
«+ One programmable i/O range 
+  LDEV# and LREQ# signals from the VESA Iocal bus 
« Alli DREQs 
* Keyboard access: 
- /O Ports 60h and 64h 


* Video access: 
- OAOO00-OBFFFF address trap (graphics buffer) 
- VO Port 3B0h-3DFh (VGA command registers) 


*  Hard/floppy disk access: 
- 1/0 Port 1FOh-1F7h and/or 3F6h, 170h-177h 
(hard disk) 
- /O Port 3F5h (floppy) 
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* External EPMI source: 4.18.2.3 SMLGREEN Mode 
- Additional input pin to the 82C802G from an external The SMI_GREEN Mode is used to accommodate SMI sup- 
PMI source ported CPUs. It allows power management through the SMl# 


protecoi. After either the GET expires, an EPMI# occurs, ora 
forced SMI (bit 3 of Index Register Eth) happens, an SMI# is 
generated from the 82C802G to the CPU. The 82C802G 
flushes the Li cache and then remaps all 3XXXX memory 
Any of the foilowing conditions will allow the system to return accesses with the assertion of SMIACT#. The CPU will save 
to the NORMAL state if the event was programmed to allow _ ail of its internal registers and then begin executing the SMI 
the system to go into the GREEN Mode. code. In the SMI code, the 82C602’s GPM Port can be written 
»  AILIRQs to via Index Register FAh. This register can control the CPU- 
CLK, STPCLK#, and monitor syncs. 


»  €xternal EPMI 

The system can resume out of the SMI_GREEN Mode by any 
* One programmable I/O event programmed in the System Activity Register. During 
this resume state, the system can be allowed to return to the 
: NORMAL Mode. The CPU clock first runs at full speed for 
+ Video access 20ms before the AT bus clock is switched back to the syn- 
* Hard/floppy disk access chronous mode. Figure 4-3 shows a flowchart of the 

SMI_GREEN Mede. 


+ All interrupt vector addresses (OOh-OFFh, corresponding 
to address OOh-3FFh) with two maskable vector 
addresses 


* Keyboard access 


. External EPMI source 


PUA RerEBI Geto aaanesee Figure 4-2. | AUTO_GREEN Mode Flowchart 


4.18.2 Definition of Power Management Modes 
The following sub-sections define the various power manage- 
ment modes used when configuring systems with OPTi’s 
82C802G and 82C602 to run in the AUTO_GREEN and 
AUTO_SMI Modes. 


* CPUCLK = Full speed 

* ATCLK = Synch Mode 

+ PP Port = All set (ail pwr 
mgmt = off) 


* Set bit 6 of F9h to allow 
PPEN to latch data on the 
EAh Register to the 
82C602's FAh Register 


4.18.2.1 NORMAL Mode 
In this mode, the system is running at full speed. No power 
management features have been activated. 


Wait 20ms 


ATCLK = Synch 
Mode 


4.18.2.2 AUTO_GREEN Mode 

This mode ts used to accommodate non-SLe CPUs. It allows 
for power management through hardware control. The 
AUTO_GREEN Mode is entered when either the chipset's 
GET expires or an EPMI# occurs. The 82C802G automati- 
cally switches the AT bus clock to the asynchronous mode 
(which is derived from the 14.318MHz clock). It then sends 
PPEN# to the 82C602's PPEN# pin. This sends the 
82C802G's GREEN Latch Register onto the SD{3:0] bus and 
allows the 82C602's Green Power Management (GPM) Port 
to fatch this on its outputs. These outputs support some 
power management functions such as sending a SLWCLK# 
bit to a clock synthesizer to slow the CPU's clock within spec- 
ification. They may also be used to control shutdown of the = 

monitor and other system peripherals. pa aaa . ATCLK = Asynch Mode 


The system can resume from the AUTO_GREEN Mode by * PPEN# latches 


Green Event Timer 
Expires or an 
EPMI# Occurs 


PPEN# Restores 

Default Values 
on the GPM 

(Register EBh) 


any event programmed in the System Activity Registers. - SLWCLK# Activated 
PPEN# will reload the default values into the 82C602. While AUTO_GREEN ~ STPCLK# Activated 
returning to the NORMAL Mode, the CPU clock first runs at Mode - Contents in 

full speed for 20ms before the AT bus clock is switched back see aoe AUTO_GREEN Made, 


Register EAh Latched 


to the synchronous mode. Figure 4-2 gives a flowchart for the 
Externally 


AUTO_GREEN Mode. 


(14_318MHZz/2) 
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Figure 4-3 


SMi_GREEN Mode Flowchart 


NORMAL 
Mode 


CPUCLK = Full speed 

ATCLK = Synch Mode 

GPM Port = All set to default values 
Clear bit 6 of Index FSh 


Wait 20ms 
ATCLK = Synch 
Mode 


Write to Power Port 
to activate Peripherais 


Green Event Timer Expires, 
an EPMIi# Occurs, 
or a Forced SMI# Occurs 


SMIACT# 
Deactivated 


Resume (RSM) Instruction 
CPU Restores State 


Set Bit 3 of 
Index E0h 


Set GPM Port to 
Default by the 
Activation of PPEN# 


SMi_GREEN 
Mode 


« Which releases the CPU 
fram STPGNT State 


» SMIF¥ pin activated to CPU 


+ IfLt WB cache, FLUSH# activated to CPU, L1 cache writ- 
ten back to update stale data before remap occurs - if nat, 
L1 not WB - skip this 


+ SMIACT# activated by CPU to chipset 


« {fL1 WT cache, FLUSH# activated to CPU - if not, L1 not 
WT - skip this step 


« CPU saves state and switches to SMM Mode 
«+ CPU runs SMI handler 
+ Load Register EAh with the correct resume vaiues 


+ Set bit 6 of index F9h 


+ May access 82C602’s Green Port control pins to shutdown 
monitor or power planes (by writing to index FAh) 


Notes: 1. For back-to-back SMis, a Gus delay will prevent another SMI from triggering. 


2. For SRESET occurring during resume, a 14us (or 64 CPU clock cycles) delay has been added before the SRESET 


can occur, after SMIACT# goes away. 
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4.19 Internal Peripherals Controller 


The following subsections will give detailed operational infor- 
mation about the 82C802G’s internal peripherais controller 
(IPC). 


4.19.1 Top Level Decoder & Configuration 
Register 

The IPC's top level decoder provides eight separate enables 

to various internal subsystems. The foilowing is a truth table 

for the top level decoder. 


Address Range Selected Device 

Q00h-00Fh DMAS - 8-bit DMA Controller 
020h-021h INTC1 - Interrupt Controller 1 
022h-023h CONFIG - Configuration Register 
040h-043h CTC - Counter/Timer 

O080h-08Fh DMAPAGE - DMA Page Register 
OAGh-OAt1h INTC2 - Interrupt Controller 2 
OCOh-ODFh DMA(‘16 - 16-Bit DMA Controller 


Refer to Section 5.4 to program the various IPC registers. 


4.19.2 DMA Subsystem 

The IPC contains two 8237 DMA controllers. Each controller 
is a four channel DMA device which will generate the memory 
address and contro! signals necessary to transfer data 
between a peripheral device and memory directly. The two 
DMA controllers are internally cascaded to provide four DMA 
channels for transfers to 8-bit peripherals (DMA8) and three 
channels for transfers to 16-bit peripherals (DMA16). Chan- 
nel 0 of OMA16 provides the cascade interconnection of the 
two DMA controllers, hence maintaining PC/AT compatibility. 
Hereafter, the description of the DMA subsystem pertains to 
both DMA8& and DMA‘16 unless otherwise noted. 


Table 4-7 gives the I/O address map of the IPC’s DMA sub- 
system. The mapping is fully PC/AT compatible. 


4.19.2.1 DMA Operation 

During normal operation, the DMA subsystem of the IPC will 
be in one of three modes: the Idle Mode, Program Made, or 
the Active Mode. When the DMA controller is in the Idle 
Mode, it only executes the S1 idle state cycles. The DMA 
controller will remain in the Idle Mode unless it has been ini- 
tialized to work and one of the DMA request pins has been 
asserted. In this case, the DMA controller will exit the Idle 
Mode and enter the Active Mode. The DMA controiler will 
also exit the Idle Mode and enter the Program Mode when 
the CPU attempts to access its internal registers. 
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4.19.2.1.1 Idle Mode 

if no peripheral requests service, the DMA subsystem will 
enter the Idle Mode and perform only $1 idle states. During 
this time, the IPC will sample the DREQ input pins every 
clock cycle to determine if any peripheral is requesting a 
DMA service. The internal select from the top level decoder 
and HLDA input pin will also sample at the same time to 
determine if the CPU is attempting to access the internal reg- 
isters. With either of the above conditions, the DMA sub- 
system will exit the Idle Mode and enter either the Program 
Mode or Active Mode. Note that the Program Mode has prior- 
ity over the Active Mode since a CPU cycle has already 
started before the DMA was granted use of the bus. 


4.19.2.1.2 Program Mode 

The DMA subsystem will enter the Program Mode whenever 
HLDA is inactive and an internal select from the top level 
decoder is active. During this time, the address lines A[3:0] 
become inputs if DMA@ is selected or A[4:1] become inpuis if 
DMA16 is selected. These address inputs are used to 
decode which registers in the DMA controller are to be 
accessed. The IOR# and lOW# signals are used to select 
and time the CPU reads or writes. When DMA(%6 is selected, 
AO is not used to decode and is ignored. Due to the large 
number and size of the internal registers of the DMA control- 
ler, an internal byte pointer flip-flop is used to supplement the 
addressing of the 16-bit word and count address registers. 
This byte pointer is used to determine the upper or lower byte 
of word count and address registers and is cleared by a hard- 
ware reset or a master clear command. It may also be set or 
cleared by the CPU's set byte pointer flip-flop or clear byte 
pointer flip-flop commands. 


The DMA subsystem supports some special commands 
when in the Program Mode. These commands do not use the 
data bus, but are derived from a set of address, the internal 
select, and [OR# or lOW#. These commands are listed at the 
end of Table 4-7. Erratic operation of the IPC can occur ifa 
request for service occurs on an unmasked DMA channel 
which is being programmed. The channel should be masked 
or the OMA should be disabled to prevent the {PC from 
attempting to service a peripheral with a channel which is 
only partially programmed. 
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Tabie 4-7 DMA I/O Address Map 


Address Operation 


Read Channel 0's current address low byte 
Read Channel 0's current address high byte 

Write Channel 0's base and current address low byte 
Write Channel 0's base and current address high byte 


O01h OC2h 8) 4 ce) Read Channel 0's current word count low byte 
0 1 1 Read Channel 0’s current word count high byte 
1 ie] i) Write Channel 0's base and current word count low byte 
1 0 1 Write Channel 0's base and current word count high byte 
002h 0C4h ce] 0 Read Channel t's current address low byte 
Qo 1 Read Channel t's current word count high byte 
4 0 Write Channel 1's base and current address low byte 
1 1 Write Channel i's base and current address high byte 
003h OC6h 0 4 0 Read Channel 1's current word count low byte 
ie] 1 1 Read Channei 1’s current word count high byte 
1 0 0 Write Channel t's base and current word count low byte 
1 ie) { Write Channei t's base and current word count high byte 
004h O0C3h Read Channel 2's current address low byte 


Write Channel 2's base and current address high byte 


Read Channel 2's current address high byte 
005h OCAh 


0 
0 
1 Write Channet 2's base and current address low byte 
1 
0 
ie] 
7 
i 
006h OCCh 8) 
(3) 
1 
1 
] 
0 
1 
1 
ie) 
4 


Read Channel 2's current word count low byte 

Read Channel 2's current word count high byte 

Write Channel 2's base and current word count low byte 
Write Channel 2's base and current word count high byte 


a vo oe-- 
pees 


0 Read Channel 3's current address low byte 
1 Read Channel 3's current address high byte 
ie) Write Channel 3’s base and current address low byte 
4 Write Channel 3‘s base and current address high byte 
007h GCEh 0 Read Channel 3's current word count low byte 
1 Read Channel 3's current word count high byte 
f) Write Channel 3's base and current word count low byte 
1 Write Channel 3's base and current word count high byte 
O08h ODCh 1 x Read Status Register 
0 x | Write Command Register 
00Sh 0D2h Q 1 x Read DMA Request Register 
1 0 x Write DMA Request Register 
OCAh OD4h 0 1 xX Read Command Register 
1 6 x Write single bit DMA Request Mask Register 
OOBh ODGh 0 1 x Read Mode Register 
i 1 0 x Write Mode Register 
00Ch oD8h o | 41 x Set byte pointer flip-flop 
1 0) X Clear byte pointer flip-flop 
00Dh ODAh 0 1 x Read Temporary Register 
| 1 0 x Master clear 
OCEh oDCh Q 1 x Clear Made Register counter 
1 0 xX Clear all DMA Request Mask Register bits 
| QOFh ODEh re] a x Read all DMA Request Mask Register bits 
1 0 x | Write all DMA Request Mask Register bits 
as 
RU0.5 OH) Ike 
Li 
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4.19.2.1.3 Active Mode 

The DMA subsystem will enter the Active Mode whenever a 
software request occurs or a DMA request occurs on an 
unmasked channel which has aiready been programmed. An 
example of this would be a DMA read cycle. After receiving a 
DREQ, the !PC will issue a HOLD to the CPU. Until an HLDA 
is returned fram the CPU, the OMA subsystem will remain in 
an idle state. On the next clock cycle, the DMA will exit the 
idle state and enter an SO state. During SO, the DMA will 
resolve priority and issue DACK on the highest priority chan- 
nel which is requesting service. The DMA then enters the S1 
state where the multiplexed addresses are output and 
latched. Next, the DMA enters the S2 state where the IPC 
asserts the MEMR# command. Then the DMA will enter the 
$3 state where the IPC asserts the [OW# command. The 
DMA will then remain in the S3 state until the wait state 
counter has expired and {OCHRDY is high. Note that at least 
one additional S3 wiil occur unless compressed timing is pro- 
grammed. Once a ready condition is detected, the DMA will 
enter S4 where MEMR# and |OW# are deasserted. 


In the Compressed and Demand Modes, subsequent trans- 
fers will begin in S2 unless the intermediate addresses 
require updating. In these subsequent transfers, the lower 
addresses are changed in S2. 


4.19.2.2 DMA Transfer Modes 

There are four transfer modes supported by the DMA sub- 
system: Single, Block, Demand, and Cascade. The OMA 
subsystem can be programmed on a channel-by-channe! 
basis to operate in one of these four modes. 


4.19.2.2.1 Single Transfer Mode 

In the Single Transfer Mode, the DMA will execute only one 
cycle at a time. OREQ must be held active until DACK 
becomes active in order to be recognized. if DREQ is held 
active throughout the Single Transfer, the IPC will deassert 
HOLD and release the bus to the system once the transfer is 
complete. After HLDA has gone inactive, the IPC will again 
assert HOLD and execute another transfer on the same 
channei unless a request from a higher priority channe! has 
been received. 


During the Single Transfer Mode, the CPU is ensured of at 
least one full machine cycle execution between DMA trans- 
fers. Following each transfer, the Word Count Register is 
decreased and the Address Register is increased or 
decreased (depending on the DEC bit of the Mode Register). 
When the word count decrements from 000Ch to FFFFh, the 
terminal count bit in the Status Register is set and a pulse is 
output to the TC pin. If auto-initialization is selected, the 
channel will reinitialize itself for the next service - otherwise, 
the DMA will set the corresponding DMA request bit mask 
and suspend transferring on that channel. 
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4.19.2.2.2 Block Transfer Mode 

in the Block Transfer Mode, the DMA will begin transfers in 
response to either a OREO or a software reset. If DREQ 
starts the transfer, it needs to be held active until DACK 
becomes active. The transfers will continue until the word 
count decrements from 0000h to FFFFh, at which time the 
TC pin is pulsed and the terminal count bit in the Status Reg- 
ister is set. Once more, an auto-initialization will occur at the 
end of the last service if the channel has been programmed 
to do so. 


4.19.2.2.3 Demand Transfer Mode 

In the Demand Transfer Mode, the DMA will begin transfers 
in response to the assertion of DREQ and will continue until 
either the terminal count is reached or DREQ becomes 
active. The Demand Transfer Mode is normally used for 
peripherals which have limited buffering capacity. The periph- 
eral can initiate a transfer and continue until its buffer capac- 
ity is exhausted. The peripheral may then re-establish service 
by again asserting DREQ. During idle states between trans- 
fers, the CPU is released to operate and can monitor the 
operation by reading intermediate values from the Address 
and Word Count Registers. Once DREQ is deasserted, 
higher priority channeis are allowed to intervene. Reaching 
the terminal count will result in the generation of a puise on 
the TC pin, the setting of the terminal count bit in the Status 
Register, and auto-initialization if programmed to do so. 


4.19.2.2.4 Cascade Mode 

The Cascade Mode is used to interconnect more than one 
DMA controller to extend the number of DMA channels while 
preserving the priority chain. While in this mode, the master 
DMA controller does not generate address or control signals. 
The DREQ and DACK signals of the master are used to inter- 
face the HOLD and HLDA signals of the slave DMA devices. 
Once the master has received an HLDA from the CPU in 
response to a DREQ caused by the HOLD from a slave DMA 
controller, the master DMA controller will ignore all inputs 
except HLDA from the CPU and DREQ on the active chan- 
nel. This prevents conflicts between the DMA devices. 


Figure 4-4 shows the cascade interconnection for two levels 
of DMA devices. Note that Channel 0 of DMA16 is internally 
connected for the Cascade Mode to DMA8. Additional 
devices can be cascaded to the available channels in either 
DMA8 or DMA‘16 since the Cascade Mode is not limited to 
two levels of DMA controllers. 


When programming cascaded controllers, begin with the 
device which is actually generating HRQ to the system (first 
level device) and then proceed to the second level devices. 
RESET causes the DACK outputs to become active low and 
are placed in the inactive state. To allow the internal cascade 
between DMA8 and DMA‘16 to operate correctly, the active 
low state of DACK should not be modified. The first level 
device's DMA request mask bits will prevent the second level 
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cascaded devices from generating unwanted hold requests 
during the initialization process. 


4.19.2.3 Transfer Types 
There are three types of transfers: 


« Read Transfers 
* Write Transfers 
¢ Verify Transfers 


The Single, Block, and Demand Transfer Modes can perform 
any of the three transfer types. 


Read Transfers move data from memory to an i/O peripheral 
by generating the memory address and asserting MEMR# 
and |OWé# during the same transfer cycle. 


Write Transfers move data from an 1/O peripheral to memory 
by generating the memory address and asserting MEMW# 
and iOR# during the same transfer cycle. 


Verify Transfers are pseudo transfers. In this type of transfer, 
the DMA will operate as in Read or Write Transfers by gener- 
ating HOLD, DACK, memory addresses and respond to the 
terminal count, but it does not activate the memory or I/O 


command signals. Since no transfer actually takes place, 
IOCHRDY is also ignored during Verify Transfers. 


In addition to the three transfer types mentioned above, there 
is also a memory-to-memory transfer which can only be used 
on DMA Channels 0 and 1. The memory-to-memory transfer 
is used to move a block of memory from one location in mem- 
ory to another. DMA Channels 0 and 1 may be programmed 
to operate as memory-to-memory channels by setting a bit in 
the DMA Command Register. Once programmed, the trans- 
fer can be started by generating either a software or an exter- 
nal request to Channel 0. During the transfer, Channel 0 
provides the address for the source block during the memory 
write portion of the same transfer. During the read portion of 
the transfer, a byte of data is latched in the internal Tempo- 
rary Register of the DMA. The contents of this register are 
then output on the SD[7:0] output pins during the write portion 
of the transfer and subsequently written to the memory loca- 
tion. Channel 0 may be programmed to maintain the same 
source address on every transfer. This ailows the CPU to ini- 
tialize large blocks of memory with the same value. The DMA 
subsystem will continue performing transfers until Channel 4 
reaches the terminal count. 


Figure 4-4 Cascade Mode Interconnect 
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4.19.2.3.1 Auto-initialization 

The Mode Register of each DMA channel contains a bit 
which will cause the channel to reinitialize after reaching the 
terminal count. During auto-initialization, the Base Address 
and Base Word Count Registers (which were originally pro- 
grammed by the CPU) are reloaded into the Current Address 
and Current Word Count Registers. The Base Registers 
remain unchanged during DMA active cycles and can only be 
changed by the CPU. if the channel has been programmed to 
auto-initialize, the request mask bit will remain cleared upon 
reaching the terminal count. This allows the DMA to continue 
operation without CPU intervention. In memory-to-memory 
transfers, the Word Count Registers of Channels 0 and 1 
must be programmed with the same starting value for full 
auto-initialization. 


4.19.2.3.2 DREQ Priority 

The IPC supports two types of software programmable prior- 
ity schemes: fixed and rotating. Fixed priority assigns priority 
based on channel position. With this method, Channel! 0 is 
assigned the highest priority and Channel 3 is the lowest. 
After the recognition of any one channel for service, the other 
channels are prevented from interfering with that service until 
itis completed. 


In the rotating priority scheme, the ordering of priority from 
Channel 0 to Channel 3 is maintained, but the actual assign- 
ment of priority changes. The channel most recently serviced 
will be assigned the lowest priority and since the order of pri- 
ority assignment remains fixed, the remaining three channels 
rotate accordingly. Table 4-8 shows the rotating priority 
scheme. In cases where multiple requests occur at the same 
time, the IPC will issue HOLD but will not freeze the priority 
logic until HLDA is returned. After HLDA becomes active, the 
priority logic is frozen and DACK is asserted on the highest 
requesting channel. Priority will not be reevaluated until 
HLDA has been deactivated. 


Tabie 4-3 eect a Scheme 


| Highest — 


Channel X = Requested Channel 


4.19.2.3.3 Address Generation 

During active cycles of the DMA, eight intermediate bits of the 
address are multiplexed onto the data lines. This reduces the 
number of pins required by the DMA subsystem. During an 
S1 state, the intermediate addresses are output on data lines 
SD[7:0]. These addresses should be externally latched and 
used to drive the system address bus. Since DMA8 is used 
for 8-bit transfers and DMA16 is used for 16-bit transfers, a 
one bit skew occurs in the intermediate address fields. DMA8& 
will therefore output address on A[15:8] on the data bus at 
this time whereas DMA16 will output A[16:9]. A separate set 
of latch and enable signals are provided for both DMA8 and 


‘DMA‘16 to accommodate the address skew. 


During 8-bit DMA transfers in which DMAS is active, the IPC 
will output the lower eight bits of address on A[7:0]. A[23:16] 
are also generated at this time from a DMA page register in 
the IPC. Note that A16 is output on the A16 pin of the device. 


During 16-bit DMA transfers in which DMA16 is active, the 
IPC will output the lower eight bits of address on A{8:1]. 
A(23:17] are also generated at this time from a DMA page 
register in the IPC. Note that AO and A16 remain tristated 
during 16-bit DMA transfers 


The DMA page registers are a set of 16 8-bit registers in the 
IPC which are used to generate the high order addresses 
during DMA cycles. Only eight of the registers are actually 
used, but all 16 were included to maintain PC/AT compatibil- 
ity. Each DMA channel has a page register associated with it 
except Channel 0 of DMA16 which is used for cascading to 
DMAS8. Assignment of each of these registers is shown in 
Table 4-9 along with its CPU I/O read/write address. 
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During Demand and Block Transfers, the IPC generates mul- 
tiple sequential transfers. For most of these transfers, the 
information in the external address latches will remain the 
same, thus eliminating the need to be relatched. Since the 
need to update the latches occurs only when a carry or bor- 
row from the lower eight bits of the address counter exists, 
the IPC will only update the latch contents when necessary. 
The IPC will there only execute an S1 state when necessary 
and improve the overall system throughput. 


Table 4-9 DMA Page Register I/O Address Map 


RAW | DMA8 Channel 2 (DACK2) 
zm 
RAV Unused 


4.19.2.3.4 Compressed Timing 

The DMA subsystem in the IPC can be programmed to trans- 
fer a word in as few as two DMA clock cycles. Normal trans- 
fers require four DMA clock cycles since S3 is executed twice 
(due to the one wait state insertion). In systems capable of 
supporting higher throughput, the IPC can be programmed to 
omit one S3 and assert both commands in S2. S2 begins the 
cycie by generating the address and asserting both com- 
mands. One S3 cycle is executed and the cycle terminates in 
$4. If compressed timing is selected, TC will be output in S2 
and $1 cycles which will be executed as necessary to update 
the address latch. Note that compressed timing is not allowed 
for memory-to-memory transfers. 
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4.19.3 DMA Register Descriptions 

The following subsections are descriptions of the IPC's inter- 
nal peripherals controller DMA registers. The complete bit 
descriptions to these registers can be found in Section 5.0, 
Register Descriptions. 


4.19.3.1 Current Address Register 

Fach DMA channel has a 16-bit Current Address Register 
which hoids the address used during transfers. Each channel 
can be programmed to increment or decrement this register 
whenever a transfer is completed. This register can be read 
or written by the CPU in consecutive 8-bit bytes. If auto-initial- 
ization is selected, this register will be reloaded from the 
Sase Address Register upon reaching the terminal count in 
the Current Word Count Register. Channel 0 can be pre- 
vented from incrementing or decrementing by setting the 
address hoid bit in the Command Register. 


4.19.3.2 Current Word Count Register 

Each channel has a Current Word Count Register which 
determines the number of transfers. The actual number of 
transfers performed will be one greater than the value pro- 
grammed into the register. The register is decremented after 
each transfer until it goes from 0 to FFFFh. When this roll- 
over occurs, the IPC will generate TC and either suspend the 
operation on that channel and set the appropriate request 
mask bit, or auto-initialize and continue. 


4.19.3.3 Base Address Register 

Associated with each Current Address Register is a Base 
Address Register. This is a write-only register which is loaded 
by the CPU when writing to the Current Address Register. 
The purpose of this register is to store the initial value of the 
Current Address Register for auto-initialization. The contents 
of this register are loaded into the Current Address Register 
whenever the terminal count is reached and the auto-initialize 
bit is set. 


4.19.3.4 Base Word Count Register 

This register preserves the initial value of the Current Word 
Count Register. It too is a write-only register which is loaded 
by writing to the Current Word Count Register. The Base 
Word Count Register is loaded into the Current Word Count 
Register during auto-initialization. 


4.19.3.5 Command Register 

The Command Register controis the overall operation of the 
DMA subsystem. This register can be read or written by the 
CPU and is cleared by either a reset or master clear com- 
mand. 
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4.19.3.6 Mode Register 

Each DMA channel has a Mode Register associated with it. 
All four Mode Registers reside at the same i/O address. Bits 
0 and 1 of the Write Mode Register command determine 
which channel Mode Register gets written. The remaining six 
bits control the mode of the selected channe!. Each channel 
Mode Register can be read by sequentially reading the Mode 
Register location. A Clear Mode Register Counter command 
is provided to allow the CPU to restart the mode read process 
at a known point. During mode read operations, bit 0 and 1 
will both equal 1. 


4.19.3.7 Request Register 

This 4-bit register is used to generate software requests 
(DMA service can be requested either externally or under 
software control). Request Register bits can be set or reset 
independently by the CPU. The register mask has no effect 
on software generated request. All four bits are read in one 
operation and appear in the lower four bits of the byte. Bits 7 
through 4 are read as ts. All four request bits are cleared to 0 
by a reset. 


4.19.3.8 Request Mask Register 

The Request Mask Register is a set of four bits which are 
used to inhibit external OMA requests from generating trans- 
fer cycles. This register can be programmed in two ways. 
Each channel can be independently masked by writing to the 
Write Single Mask bit location. 


Alternatively, all four mask bits can be programmed in one 
operation by writing to the write all mask bits address. 


All four mask bits are set following a reset or a Master Clear 
command. Individual channel mask bits will be set as a result 
of the terminal count being reached, if auto-initialize is dis- 
abled. The entire register can be cleared, enabling all four 
channels by performing a Clear Mask Register operation. 


4.19.3.9 Status Register 

The status of all four channels can be determined by reading 
the Status Register. Information is available to determine if a 
channel has reached the terminal count and whether an 
external service request is pending. 


4,19.3.10 Temporary Register 

The Temporary Register is used as a temporary hoiding reg- 
ister for data during memory-to-memory transfers. The regis- 
ter is loaded during the first cycle of a memory-to-memory 
transfer from SD[7:0]. During the second cycle of the transfer, 
the data in the Temporary Register is output on the SD[?:0] 
pins. Data from the last memory-to-memory; transfer will 
remain in the register. 


4.19.4 Special Commands 

Five Special Commands are provided to make the task of 
programming the IPC easier. These commands are activated 
as a result of a specific address and assertion of either IOR# 
or 1OW#. For these Special Commands, the data bus is 
ignored by the IPC whenever an |[OW# activated command is 
issued. Data returned on IOR# activated commands its unde- 
fined. 


+ Clear Byte Pointer Flip-Flop: This command is normally 
executed prior to reading or writing to the Address or Word 
Count Registers. This initializes the flip-flop to point to the 
low byte of the register and allows the CPU to read or write 
the register bytes in correct sequence. 


* Set Byte Pointer Flip-Flop: Setting the byte pointer flip-flop 
allows the CPU to adjust the pointer to the high byte of an 
Address or Word Count Register. 


» Master Clear: This command has the same effect as a 
hardware reset. The Command Register, Status Register, 
Request Register, Temporary Register, Mode Register 
counter, and byte pointer flip-flop are cleared and the 
Request Mask Register is set. Immediately following a 
Master Clear or reset, the DMA will be in the Idle Mode. 


+ Clear Request Mask Register: This command enabies all 
four DMA channels to accept requests by clearing the 
mask bits in the register. 


« Clear Mode Register Counter: In order to allow access to 
the four Mode Registers while only using one address, an 
internal counter is used. After clearing the counter, all four 
Mode Registers may be read by successive reads to the 
Mode Register. The order in which the registers are read is 
Channel 0 first and Channel 3 last. 
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4.19.5 Interrupt Controlier Subsystem 

The programmable interrupt controllers in the IPC serve as a 
system wide interrupt manager in an X86 system. They 
accept requests from peripherals, resolve priority on pending 
interrupts and interrupts in service, issue an interrupt request 
to the CPU, and provide a vector which is used as an index 
by the CPU to determine which interrupt service routine to 
execute. 


A variety of priority assignment modes are provided which 
can be reconfigured at any time during system operation. 
This allows the complete subsystem to be restructured based 
on the system environment. 


4.19.5.1 interrupt Controller Subsystem Overview 

There are two interrupt controllers, INTC1 and INTC2, 
included in the iPC. Each of the interrupt controllers is equiv- 
alent to an 8259A device operating in X86 mode. The two 
devices are interconnected and must be programmed to 
operate in the Cascade Mode for all 16 interrupt channels to 


operate properly. Figure 4-5 shows the internal Cascade 
interconnection. 


INTC1 is located at addresses 020h-021h and is configured 
for master operation in the Cascade Mode. INTC2 is a slave 
device and is located at OAOh-OAth. The interrupt request 
output signal (INT) from INTC2 is internally connected to the 
interrupt request input Channel 2 (IR2) of INTC1. The 
address decoding and cascade interconnection matches that 
of the PC/AT. 


Two additional interconnections are made to the interrupt 
request inputs of the interrupt controilers. The output of Timer 
0 in the counter/timer subsystem is connected to Channel 0 
(IRQ) of INTC1. Interrupt request from the real-time clock is 
connected to Channei 0 (IRO) of INTC2. Table 4-10 lists the 
16 interrupt channels and their interrupt request sources. 


Description of the interrupt subsystem will pertain to both 
INCT1 and INCT2 unless ctherwise noted. Wherever register 
addresses are used, the address for the INTC1 Register will 
be listed first and the address for the INTC2 Register will fol- 
low in parenthesis. Example: 02h (OAOh). 


Figure 4-5 


Internal Cascade interconnect 
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rupt acknowledge cycle. 
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Table 4-10 = Interrupt Request Source 


Interrupt Channel 
Controller Name Interrupt Request Source 


INTC1 | IRO | Counter/Timer OUTO 
INTC1 IRQ1 input pin 
INTO cascade erp 


INTC1 IRS iRQS input pin 

INTC1 IR6 {RQGE input pin 

INTC2 IR2 'ROQ10 input pin 
INTC2 IR3 IRQ11 input pin 
INTC2 IR4 |: IRQ12 input pin 
INTC2 IR5 | 1RQ13 input pin 
INTC2 iIR6 | IRQ14 input pin 
INTC2 IR7 IRQ15 input pin 


Powered by ICminer.com Electronic-Library Service CopyRight 2003 


82C802G 


4.19.5.2 Interrupt Controller Operation 

Figure 4-6 is a block diagram of the major components in the 
interrupt controller subsystem. The Interrupt Request Regis- 
ter (RR) is used to store requests from ail of the channels 
which are requesting service. The IRR's bits are labeled 
using the channel name IR[7:0]. The In-Service Register 
(ISR) contains all the channels which are currently being ser- 
viced (more than one channel can be in service at a time). 
The ISR's bits are labeled [S[7:0] and correspond to IR[7:0]. 
The interrupt Mask Register (IMR) allows the CPU to disable 
any or ail of the interrupt channels. The Priority Resolver 
evaluates inputs from the IRR, ISR, and IMR, issues an inter- 
rupt request, and latches the corresponding bit into the ISR. 
During interrupt acknowledge cycles, a master controller out- 
puts a code to the slave device which is compared in the 
Cascade Buffer/Comparator with a 3-bit [D code previously 
written. lf a match occurs in the slave controller, it will gener- 
ate an interrupt vector. The contents of the Vector Register 
are used to provide the CPU with an interrupt vector during 
interrupt acknowledge (INTA) cycles. 


4.19.5.3 Interrupt Sequence 

The IPC allows the CPU to perform an indirect jump to a ser- 
vice routine in response to a request for service in response 
to a request for service from as peripheral device. The indi- 
rect jump is based on a vector which is provided by the IPC 
on the second of two CPU generated INTA cycles (the first 
INTA cycle is used for resolving priority and the second is for 
transferring the vector to the CPU (see Figure 4-7). The 


events which occur during an interrupt sequence are as fol- 
lows: 


1. One or more of the interrupt requests (IR[7:0]) becomes 
active, setting the corresponding IRR bit(s). 


2. The interrupt controller resolves priority based on the 
state of the IRR, IMR, and ISR and asserts the INTR out- 
put if needed. 


3. The CPU accepts the interrupt and responds with an 
INTA cycle. 


4. During the first INTA cycle, the highest priority ISR bit is 
set and the corresponding IRR bit is reset. The internai 
cascade adcress is generated. 


§. The CPU will execute a second INTA cycle, during which 
the IPC will drive an 8-bit vector onto the data pins 
XD(7:0], which is read by the CPU. The format of this 
vector is shown in Table 4-11. Note that V[7:3] in Table 
4-11 are programmable by writing to ICW2 (Initialization 
Command Word 2). 


§. At the end of the second INTA cycle, the ISR bit will be 
cleared if the Automatic End of Interrupt Mode is 
selected (see below). Otherwise, the ISR bit must be 
cleared by an End of Interrupt (EOI) command from the 
CPU at the end of the interrupt service routine to allow 
further interrupts. if no interrupt request is present at the 
beginning of the first INTA cycle (i.e., a spurious inter- 
rupt), INCT1 will issue an interrupt level 7 vector during 
the second INTA cycle. 


Figure 4-6 interrupt Controller Block Diagram 
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Figure 4-7 Interrupt Sequence 
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Interrupt Vector Byte 


4.19.5.4 End of Interrupt (EO 

EOt is defined as the condition which causes an ISR bit to be 
reset. Determination of which ISR bit is to be reset can be 
done by a CPU command (specific EO! or the Priority 
Resolver can be instructed to clear the highest priority ISR bit 
(nonspecific EON). The IPC can determine the correct ISR bit 
to reset when operated in modes which do not alter the fully 
nested structure since the current highest priority ISR bit is 
the last level acknowledged and serviced. In conditions 
where the fully nested structure is not preserved, a specific 
EOC! must be generated at the end of the interrupt service rou- 
tine. An ISR bit that is masked, in the Special Mask Mode by 
an IMR bit, will not be cleared by a nonspecific EIO com- 
mand. The interrupt controller can optionally generate an 
Automatic End of interrupt (AEO) on the trailing edge of the 
second INTA cycle. 


4.19.5.5 Priority Assignment 

Assignment of priority is based on an interrupt channel's posi- 
tion relative to the other channels in the interrupt controller. 
After the initialization sequence, IRO has the highest priority, 
IR7 the lowest, and priority assignment is Fixed. Priority 
assignment can be rotated either manually (Specific Rotation 
Mode) or automatically (Automatic Rotation Mode) by pro- 
gramming Operational Command Word 2 (OCW2). 


4.19.5.5.1 Fixed Priority Mode 

This is the default condition which exists unless rotation 
{either manual or automatic) is enabled, or the controller is 
programmed for Poiled Made. in the Fixed Priority Mode, 
interrupts are fully nested with priority assigned as shown: 


Lowest Highest 


Priority Status 7 6 5 4 3 2 1 0 
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Nesting allows interrupts of a higher priority to generate inter- 
rupt requests prior to the compietion of the interrupt service. 
When an interrupt is acknowledged, priority is resolved, the 
highest priority request's vector is placed on the bus, and the 
ISR bit for that channel is set. This bit remains set until an 
E!O (automatic or CPU generated) is issued to that channel. 
While the ISWR bit is set, all interrupts of equal or lower prior- 
ity are inhibited. Note that a higher priority service routine will 
only be acknowledged if the CPU has internally re-enabled 
interrupts. 


4.19.5.5.2 Specific Rotation Mode 

Specific Rotation allows the system software to reassign pri- 
ority levels by issuing a command which redefines the high- 
est priority channel. Before ratation: 


Lowest Highest 


Priority Status 7 6 5 4 3 2 4 0 
(Specific Rotation command issued with Channel 5 speci- 
fied.) After rotation: 


Lowest Highest 


Priority Status 5 4 3 2 1 0 7 6 


4.19.5.5.3 Automatic Rotation Mode 

in applications where a number of equal priority peripherais 
are requesting interrupts, Automatic Rotation may be used to 
equalize the priority assignment. In this mode, after a periph- 
eral is serviced it is assigned the lowest priority. All peripher- 
als connected to the controller will be serviced at least once 
in eight interrupt requests to the CPU from the controller. 
Automatic Rotation will occur, if enabled, due to the occur- 
rence of an EOI (automatic or CPU generated). 
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Before rotation (IR3 is the highest priority request being ser- 
viced): 


ISR Status Bit IS7 IS6 !S5 [S4 1S3 1S2 1IS1 [SO 
1 1 0 0 14 6 0 0 
Lowest Highest 
Priority Status 7 6 5 4 3 2 4 0 


(Specific Rotation command issued with Channel 4 speci- 
fied.) After rotation: 


ISR Status Bit IS7 {Sé iSS [S4 IS3 IS2 IS1 ISO 
1 1 Q 0 0 0 8) 0 

Lowest Highest 
Priority Status 3 2 1 0 7 6 & 4 


4.19.5.6 Programming the Interrupt Controller 

Two types of commands are used to control the IPC’s inter- 
rupt controllers: initialization Command Words (iICWs) and 
Operational Command Words (OCWs). 


4.19.5.6.1 Initialization Command Words (ICWs) 
The initialization process consists of writing a sequence of 
four bytes to each interrupt controller. The initialization 
sequence is started by writing the first Initialization Command 
Word (ICW1) to address 020h (QAOh) with a 1 on bit 4 of the 
data byte. The interrupt controiler interprets this as the start 
of an initialization sequence and does the following: 


1) The Initialization Command Word Counter is reset to 0. 
2) ICW? is latched into the device. 

3) Fixed Priority Mode is selected. 

4) IROis assigned the highest priority. 

5) The Interrupt Mask Register is cleared. 

6) The Slave Mode Address is set to 7. 

7) Special Mask Mode is disabled. 

8) IRR Is selected for status read operations. 


The next three 1/O writes to address 021h (CAth) will load 
ICW2 through ICW4. See Figure 4-8 for a flow chart of the ini- 
tialization sequence. The initialization sequence can be ter- 
minated at any point (all four bytes must be written for the 
controller to be properly initialized) by writing to address 020h 
(QAOh) with a O in data bit 4. Note this will cause OCW2 or 
OCWS3 to be written. 


Figure 4-3 


Start 


Write iCW1 
Write ICW2 


No Cascade 
Mode 7 

Write ICW3 

Yes 

Write [C\Ww4 


End of Initialization 
Controller Ready 


Initialization Sequence 


XA0 =0 
xA4 = 1 
XAO = 1 
XAO = 1 
XAO = 1 
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4.19.5.6.2 Operational Command Words (OCWs) 
Operational Command Words (OCWs) allow the IPC’s inter- 
rupt controllers to be controiled or reconfigured at any time 
while operating. Each interrupt has three OCWs which can 
be programmed to affect the proper operating configuration 
and a status register to monitor controller operation. 


OCW is located at address 021h (OA1h) and may be written 
any time the controller is not in the Initialization Mode. OCW2 
and OCWS3 are located at address 020h (OAOh). Writing to 
address 020h (OQA0h) with a 0 in bit 4 will place the controller 
in the operating mode and load OCW2 (if data bit 3 = 0) or 
OCW3 (if data bit 3 = 1). 
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4.19.5.6.3 IRR, ISR, & Poil Vector 

IRR, ISR, and Poll Vector are the same address, 020h 
(OA0h). The selection of the registers depends on the pro- 
gramming of ITC. If the latest OCW3 issued the poll com- 
mand (PM = 1), the poll vector is selected for the next read. 
Before another poll command is issued, subsequent reads to 
the address will select IRR or ISR depending on the latest 
OCWS, if RR = 1 and RIS = 0, ISR is selected. Note that the 
poli command is cleared after the first read to the ITC. After 
initialization (ICW1 or reset), IRR is selected. 
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4.19.6 Counter/Timer Subsystem 

The IPC contains an 8254 compatible counter/timer. The 
counter/timer can be used to generate accurate time delays 
under software control. It contains three 16-bit counters 
(Counters 2 through 0) which can be programmed to count in 
binary or binary-coded decimal (BCD). Each counter oper- 
ates independently of the other and can be programmed for 
operation as a timer or a counter. 


All counters in this subsystem are controlled by a common 
control logic as shown in Figure 4-9. The control logic 
decodes and generates the necessary commands to load, 
read, configure, and control each counter. Counter 0 and 
Counter 1 can be programmed for all six modes, but Mode 1 
and Mode 5 have limited usefuiness because their gate is 
hard-wired to GND internally. Counter 2 can be programmed 
to operate in any of the six modes: 


- Mode 0 - interrupt on terminal count 

- Mode 1 - Hardware retriggerable one-shot 
~ Mode 2 - Rate generator 

- Mode 3 - Square wave generator 

- Mode 4 - Software triggered strobe 

- Mode 5 - Hardware retriggerable strobe 


The internal timer counter use an intemal signal TMRCLK 
which is derived from the OSC input of the IPC. For the sake 
of simplicity, all references to the timer counter clock will be 


TMRCLK in the following description. All three counters are 
driven from a common clock input, TMRCLK (TMRCLK = 
OSC/12) Counter 0's output (OUTO) is internally connected to 
tRQ of INTC1 and is used as an interrupt to the system for 
time keeping and task switching. Counter 1 may be pro- 
grammed to generate pulses or square waves for external 
devices, Counter 2 is a full function counter/timer. It can be 
used as an interval timer, a counter, or as a gated rate/pulse 
generator. In a PC/AT compatible design, Counter 0 is used 
as a system timer, Counter 1 is used as a DRAM refresh rate 
generator, and Counter 2 is used for speaker sound genera- 
tion. 


4.19.6.1 Counter Description 

Each counter in this subsystem contains a contro! register, a 
status register, a 16-bit counting component, a pair of 8-bit 
counter input latches, and a pair of 8-bit counter output 
latches. Each counter shares the same ciock input (TMR- 
CLK). GATEO, GATE1, and OUTO are not externally accessi- 
ble. This is fully compatible with a PC/AT-based design. 
Output of OUTO is dependent on the counter mode. 


The contro! register stores the mode and command informa- 
tion used to control the counter. It may be loaded by writing a 
byte to the write control word at Port 043h. The status regis- 
ter allows the software to monitor counter conditions and 
read back the contents of the control register. 


Figure 4-9 Counter/Timer Block Diagram 
VCC 
TMRCLK CLK GATE 
= OSCMN2 
OUT {System Timer) 
vcc 
GATE 
cs, Control 
RD. Logic OUT OUT1 (DRAM Refresh 
WR Rate Generator) 
Counter 1 
CLK GATE GATE2 
OUT OUT2 (Speaker Sound 
Generation) 
Counter 2 
Wah tb Mi ee 
BUS.5 Bn) in 8 
ERaS eee 
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The 16-bit counting compenent is a loadable synchronous 
down counter. It is loaded or decremented on the falling edge 
of TMRCLK. The counting component contains a maximum 
count when a 0 is loaded, which is equivalent to 65536 in 
binary operation or 1000 in BCD. The counting component 
does not stop when it reaches 0. In Modes 2 and 3, the 
counting component will be reloaded and in all other modes it 
will wrap around to OFFFFh in binary operation or 9999 in 
BCD. 


The counting component is indirectly loaded by writing one or 
two bytes (optional) to the counter input latches, which are in 
turn loaded into the counting component. Thus, the counting 
component can be loaded or reloaded in one TMRCLK cycle. 
The counting component is also read indirectly by reading the 
contents of the counter output latches. The counter output 
latches are transparent latches which can be read while 
transparent or latched (see Latch Counter Command). 


4.19.6.1.1 Programming the Counter/Timer 

After a system reset, the contents of the control registers, 
counter registers, counting components, and the output of ail 
counters are undefined. Each counter must be programmed 
before it can be used. Each counter is programmed by writing 
its control register with a control word and then giving an ini- 
tial count to its counting component. Table 4-12 lists the I/O 
address map used by the counter/timer subsystem. 


Table 4-12 Counter/Timer {/O Address Map 


040h 


O041h 
042h 
043h 


4.19.6.1.2 Read/Write Counter Command 
Each counter has a write only control register. This control 
register is written with a control word to the I/O address 043h. 


Function 


Counter 0 read/write 


Counter 1 read/write 


Counter 2 read/write 


Control register write only 


When programming to a counter, the following steps must 
sequentially occur: 


1) Each counter’s control register must be written with a 
controj word before the initial count is written. 


2) Writing the initial count must follow the format specified 
in the control word (least significant bit only, most signifi- 
cant bit only, or least significant bit and then most signifi- 
cant bit. 


A new initial count can be written inte the counter at any time 
after programming without rewriting the control word. 


4.19.6.1.3 Counter Latch Command 

When a counter latch command is issued, the counter’s out- 
put latches latch the current state of the counting component. 
The counters output latches remain latched until read by the 
CPU or the counter is reprogrammed. After that, the output 
latches then returns to a “transparent” condition. Counter 
latch commands may be issued to more than one counter 
before reading the first counter to which this command was 
issued. Also, muitiple counter latch commands issued to the 
same counter without reading the counter will cause all but 
the first command to be ignored. 


4.19,6.1.4 Read-Back Command 

The read-back command allows the user to check the count 
value, mode, and state of the OUT signal and null count flag 
of the selected counter(s). 


Each counter’s latches remain latched until either the latch is 
read or the counter is reprogrammed. if both LSTATUS and 
LCOUNT are 0, the status will be returned on the next read 
from the counter. The next one or two reads (depending on 
whether the counter is programmed to transfer one or two 
bytes) from the counter result in the count being returned. 
Multiple read-back commands issued to the same counter 
without reading the counter will cause ail but the first com- 
mand to be ignored. 


4,.19.6.2 Counter Operation 

Since Counter 1 and 0 have limitations in some of their oper- 
ation modes, Counter 2 will be used to describe the various 
counter operating modes. However, the description of Modes 
0, 2, 3, and 4 are suitable for ail counters. The following terms 
are defined for describing the counter/timer operation. 


* TMRCLK puise - A rising edge followed by a falling edge of 
the IPC’s TMRCLK (0SC/12). 


* Trigger - The rising edge of the GATE2 input. 


* Counter Load - the transfer of the 16-bit value in counter 
input latches to the counting element. 


* Initialized - A control word written and the counter input 
latches loaded. 


« Counter 2 can operate in one of the following modes: 
- Mode 0 - Interrupt on terminal count 
- Mode 1 - Hardware retriggerable one-shot 
- Mode 2 - Rate generator 
- Mode 3 - Square wave generator 
- Mode 4 - Software triggered strobe 
- Mode 5 - Hardware triqgered strobe 


a 


912-3000-006 


mB 9004194 O0005e5 32b 


Wait Dw ies 
PATA in 
Eeaia@mie 


Page 39 


Powered by ICminer.com Electronic—Library Service CopyRight 2003 


82C802G 


4.19.6.2.1 Mode 0 - Interrupt on Terminal Count 4.19.6.2.4 Mode 3 - Square Wave Generator 

Mode 0 is usually used for event counting. After a counter is Mode 3 is similar to Mode 2 in every respect except for the 

written with the control word, OUT2 of that counter goes low duty cycle of OUT2. OUT2 is set high initially and remains 

and remains fow until the counting element reaches 0, at high for the first half of the count. When the first half of the ini- 

which time it goes back high and remains high until a new tial count expires, OUT2 goes low for the remainder of the 

count or control word is written. Counting is enabled when count. 

oo drabied when GATE? = 0. GATEZ has fd If the counter is loaded with an even count, the duty cycle of 
OUT2 will be 50% (high = low = N/2). For odd count values, 

The counting component is loaded at the first TMRCLK pulse QUTZ2 is high one TMRCLK cycle longer than it is low. There- 

after the control word and initial count are loaded. When both fore, high = (N + 1)/2 and low = (N - 1)/2. 

initial count bytes are required, the counting component is 

loaded after the high byte is written. This TMRCLK pulse 4.19.6.2.5 Mode 4 - Software Triggered Strobe 

does not decrement the count, so for an initial count of N, Writing the Control Word causes QUT2 To go high initially. 

OUT2 does not go high until (N + 1) TMRCLK pulses after ini- Expiration of the initiat count causes OUT2 to go low for one 

tialization. Writing a new initial count to the counter reloads TMRCLK cycle. GATE2 = 0 disables counting but has no 

the counting element on the next TMRCLK pulse and count- effect on QUT2. Also, a trigger will not reload CE. 

ing continues from the new count. If an initial count is written 

with GATE2 = 0, it will still be loaded on the next TMRCLK 

pulse. But counting does not progress until GATE2 = 1. 

When GATE2 goes high, OUT2 will go high after N TMRCLK 


The counting sequence is started by writing the initial count. 
The CE is loaded on the TMRCLK pulse after initialization. 
The CE begins decrementing one TMRCLK pulse fater, 
OUT2 will go low for one TMRCLK cycle, (N + 1) cycles after 


1 i te : 7 

pees the initial count is written. 

4.19.6.2.2 Mode 1 - Hardware Retriggerable One- If a new initial count is written during a counting sequence, it 
Shot is loaded into the CE on the next TMRCLK pulse and the 

Writing the control word causes OUT2 to go high initially. | sequence continues from the new count. This allows the 


Once initialized, the counter is armed and a trigger causes | Sequence to be “retriggerable” by software. 


OUT2 to go low on the next TMRCLK pulse. OUT2 then ; 
remains low until the counter reaches 0. An initial count of N 4.19.6.2.6 Mode 5 - Hardware Triggered Strobe 


results in a one-shot pulse N TMRCLK cycles long. Any sub- Writing the Control Word causes OUT2 to go high initially. 


sequent triggers while OUTZ is low cause the counting com- Counting is started by a trigger. The expiration of the initial 
ponent to be reloaded, extending the length of the pulse. count causes OUTZ2 to go low for one TMRCLK cycle. GATE2 
Writing a new count to the counter input latches will not affect = 0 disables counting. 


the current one-shot pulse unless the counter is retriggered. The CE is loaded on the TMRCLK pulse after a trigger. Since 
in the latter case, the counting component is loaded with the loading the CE inhibits decrementing, OUT2 will go low for 


new count and the one-shot pulse continues until the new og TMIRCLK cycle, (N + 1) TMRCLK cycles after the trigger. 


count expires. 
If a new count is loaded during counting, the current counting 


4.19.6.2.3 Mode 2 - Rate Generator sequence will not be affected unless a trigger occurs. A trig- 
This mode functions as a divide-by-N counter. After writing  9F Causes the counter to be reloaded from CIL and CIH 
the control word during initialization, the counters OUT2 is making the counter “retriggerable’”. 
set to high. When the initial count is decremented to 1, OUT2 
goes low on the next TMRCLK pulse. The following TMRCLK 4.19.6.2.7 GATE2 
pulse returns OUTZ high, reloads the CE, and the processis | !n Modes 0, 2, 3, and 4 GATE2 is level-edge sensitive and is 
repeated. In Mode 2, the counter continues counting (if | sampled on the rising edge of TMRCLK. In Modes 1, 2, 3, 
GATE2 = 1) and will generate an OUT2 pulse every N TMR- and 5 the GATE2 input is rising-edge sensitive. This rising 
CLK cycles. Note that a count of / is illegal in Mode 2. edge sets an cl ati ee output is saa on the 
; . nes : rising edge of TMRCLK. The flip-flop resets immediately after 
GATE2 = 0 disables counting and forces OUT2 high immedi- being sampied. Note that in Modes 2 and 3, the GATE2 input 


ately. os UiSder tetoads: Waele On tre fet MRC pulse: is both edge and level sensitive. Table 4-13 details this oper- 
Thus, GATE 2 can be used to synchronize the counter to see 3 ee eens P 


external evenis. 


Writing a new count while counting does not affect current 
operation unless a trigger is received. Otherwise, the new 
count will be loaded at the end of the current counting cycle. 


DL at pl (Ne 
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Tabie 4-13 GATEZ Pin Function 


Fo | Disables counting | _—*dC nabs courting 
A) Initiates counting 
B) Reset OUT2 pin 
2 A) Disables counting initiates counting Enables counting 
B) Forces OUT2 pin high 
3 A) Disables counting Initiates counting Enables counting 
B) Forces OUT2 pin high 


TTT 
COUPEE 
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5.0 Register Descriptions 


There are two sets of index Registers in the 82C802G. The 
first main set of Index Registers are for the 82C802G and the 
second set of Index Registers are for the internal IPC (inte- 
grated Peripherals Controller). The following sub-sections will 
summarize the 82C802G's registers and explain how to 


access them. 


5.1 


The 82C802G's registers can be accessed by indexing 1/O 
Registers 22h and 24h. I/O Register 22h contains the index 


Register Accessing 


5.2 


of the register to be accessed and !/O Register 24h contains 
the data to be read from or written to. 


The embedded IPC registers are accessed by indexing 1/0 
Registers 22h and 23h. index Register Oth should be set to 
the default value of COh. 


Control Register Descriptions 


Table 5-1 is a summary of the 82C802G’s main set of control 
registers and the tables that follow explains each registers 
bits functions in detail. 


Table 5-1 Control Registers Summary 
index | Name | oo? | 8 TT st se st 
| 20h Control Revision of 82C802G (RO) L2 cache TAG7 bit 
i Reg. 1 burst wait sampling 
state controi 
i for both 
reads and 
writes 
i2ih Control Master Reserved | DRAM parity External 
i Reg. 2 mode byte check (L2) cache 
swap 
22h Shadow ROM Reserved RAW control 
RAM Con- | (O0GFO000- for DOOOOh- 
trol Reg. 1 OOOFFFFF) OFFFFh 
chip select shadow 
RAM area 
23h Shadow Shadow RAM at EX000h-EXFFFh area 
RAM Con- 
tral Reg. 2 
24h DRAM SMI handler DRAM configuration 
Contral upload 
Reg. 1 
25h DRAM MDIR#/ DRAM read cycle wait state | DRAM write 
Control LMEM# (pin controi cycle wait 
1 Reg. 2 62 function- state control 
ality) 
26h Shadow ROMCS# Shadow Shadow Reserved 
RAM Con- generation RAM copy | write protect 
| trol Reg. 3 for write enable for | at CQ00Oh- 
cycles to Co000h- CFFFFh 
: FOOOQOh- EFFFFh 
FFFFFH 
[27h | Control Global Back-to- | L2 cache for 
Reg. 3 cache cycle back I/O FOQO00h- 
i enable delay control FFFFFh 


Single or Wait state 
multiple ALE | control bit 
during bus | for standard 
conversion AT bus 
cycle cycles 
Cache size 


Keyboard 
emulation 
reset control 


Cache lead- 
off wait state 
control for 
write and 
burst write 


cycles 


0 


Fast reset 


Cache read 
leadoff cycle 
wait state 
control 


RAW contro 


for EOO0Ch- 


EFFFFh 
shadow 
RAM area 


Reserved 


| | Refresh type 


Fast Gate 
A20 


Shadow RAM at DX000h-DXFFFh area 


Slow refresh 


DRAM configuration 


Reserved 


Turbo bit 


Shadow RAM for CQ000h-CFFFFh 


11 write- 
back 


AT clock 
change 


AT clock selection 


Reserved 
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Control Registers Summary (Cont) 


Non- Size of non-cacheable memory block 4 Unused Address bits of A[26:24] of non-cacheable 
Cacheable memory biock 1 

Block 1 
Reg. 
Non- Address bit A[23:16] of non-cacheable memory block 1 
Cacheable 
Block 1 
Reg. 2 


Non- Size of non-cacheable memory block 2 Address bits of A[26:24] of non-cacheabie 
Cacheabie memory block 2 

Block 2 
Reg. 1 


Non- Address bit A[23:16] of non-cacheable memory block 2 
Cacheable 


Block 2 
Reg. 2 


Note: Index 2Ch is not decoded by the 82C802G, hence this register should not be accessed. 


ROMCS# | IROQ12 latch- | !RQ1 latch- ROMCS# control for areas CO000h to EFFFFh 
Control ing to sup- ing to sup- 
Reg. port PS2 port PS2 
mouse con- keyboard 
trofler controller 


Cacheable | Used to contro! L1 cacheability for areas COO0O0h-FFFFFh ECOOCh- E800Ch- E4000h- EO000h- 
Addr EFFFFh ESFFFh E7FFFh E3FFFh 
Range 1 cacheable in | cacheable in | cacheable in | cacheable in 
L2 2 L2 2 


Cacheable DCO0dh- Deoooh- D4000h- BG00Ch- CCO0Ch- C8000h- C4000h- C000Ch- 

Addr OFFFFh DOBFFFh D7FFFh D3FFFh CFFFFh CSFFFh C7FFFh C3FFFh 

Range 1 cacheable in | cacheable in | cacheable in | cacheable in | cacheable in | cacheable in | cacheable in | cacheable in 
L2 L2 L2 L2 L2 L2 2 L2 
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Table 5-2 Control Register 1 - Index: 20h 


Fae ae ee eae Revision of 82C802G and is read-only. 


L2 cache burst wait state control for both reads and writes. 
0 = L2 cache cycle is X-1-1-1 1 = L2 cache cycle is X-2-2-2 


Index Register 21h, bit 0, determines the leadoff cycle wait state for read bursts. 
Index Register 21h, bit 1 determines the leadoff cycle wait state for write bursts. 


TAG? bit sampling: This bit is used to enable or disable TAG7 sampling when MP2 is sampled 
low during reset. lf MP2 is sampled high, this bit is ignored (takes no action). 


0 = TAG7 enabled 1 = TAG7 disabled 


The 82C802G will activate a single ALE instead of multiple ALEs during a bus conversion cycle 


if this bit is set. 
1 = Single ALEs 


0 =A CPU reset is generated only after executing a “halt” instruction following a write to Port 
64h. 

1 =A CPU reset is generated immediately after a write to Port 64h. 

Fast reset. The 82C802G generates a CPU reset whenever a “halt” instruction is executed. 


Q = Disabie 1 = Enable 


mr §-3 Control Register 2 - index: 21h 


| Bitis) | Type Type pDStaule | Function 


r7 | RW | Master mode byte swap: 
0 = Disable 1 = Enable 
Reserved: This bit must be left at the default value = 0 (internally used for debugging pur- 
poses). 


DRAM Parity check: 
0 = Enabie 
External (L2) cache: 
0 = Disable 
Cache size: 


00 = 64KB 10 = 256KB 
01 = 128KB 11 =512KB 


Cache leadoff wait state control for write and burst write cycles. 
0 = 1 wait state write (3-X-X-X) 1 = 0 wait state (2-X-X-X) 
Cache read leadoff cycle wait state control: 
O = 3-X-X-X 


1 = Disable 


1 = Enable 


1 = 2-X-X-X 


OPT: 
mua ana 
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Table 5-4 Shadow RAM Control Register 1 - Index: 22h 


0= Read from write-protected DRAM. writes are ignored. 


1= Read from ROM, write to DRAM. ROMCS# is generated during read access (see Register 
26h, bit 7). 


Reserved: These bits must be left at the defauit value = 1 (internaily used for debugging pur- 
poses). 


Read/write control for DOO000h-DFFFFh shadow RAM area (write protect): 
0 = Read/write + = Read only 


Read/write control for EQQ00h-EFFFFh shadow RAM area (write protect): 


0 = Read/write 1 = Read only 


Refresh type: 


0 = Hidden refresh: HOLD will not be asserted to the CPU during refresh. 
1 = Conventional refresh: HOLD will be asserted to the CPU during refresh. 


Fast Gate A20: This bit controls the A20 signal to the CPU. 


0 = A20M# is controlled by keyboard emulation. 
1 = A20M# pin is always high. No address wrap-around will exist above the 1MB boundary. 


Siow refresh (four times slower than the normal refresh): 
0 = Disable 1 = Enable 
(This feature can be enabled only when the DRAMs support the slow refresh feature.) 


Table 5-5 Shadow RAM Controi Register 2 - index: 23h 


Faine) | Type | Betaui Function 


7:4 RAV . 0000 | These bits enable shadow RAM for the EQQOOh-EFFFFh segment with a 16KB granularity. if 
set to 0, the cycles are forwarded fo the ISA bus. If set to 1, the corresponding area in the 
shadow RAM will be enabled. 


0 = Disable shadow 1 = Enable shadow 
Bit 7 = ECOOOh-EFFFFh Bit 5 = E4000h-E7FFFh 
Bit 6 = E8000h-EBFFFh Bit 4 = EQOOOh-E3FFFh 


3:0 These bits enable shadow RAM for the DOQOO0h-DFFFFh segment with a 16KB granularity. If 
set to 0, the cycles are forwarded to the ISA bus. If set to 1, the corresponding area in the 
shadow RAM will be enabled. 


0 = Disable shadow 1 = Enable shadow 


Bit 3 = DCO0Oh-DFFFFh Bit 1 = D4000h-D7FFFh 
Bit 2 = D800Ch-DBFFFh Bit 0 = DOOCOh-D3FFFh 
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Table 5-6 DRAM Control Register 1 - Index: 24h 


sue [vee [coe een 


SMI handier upload: SMI handler upload: This bit, when set, will remap the 3XXXX memory to BXXXX memory. bit, when set, will remap the 3XXXX memory to BXXXX memory 
range. This bit should always be set to write the handler in SMM memory space. 


0 = Normal Mode 
1 = Remaps memory 3XXXXh-BXXXXh 


This bit should be set only when loading the SMI handler. 


DRAM configuration: See Tabie 4-5 “DRAM Configurations’. 
Reserved: Always set this bit to 0 (internally used for debugging purposes). 
pene DRAM configuration: See Table 4-5 “DRAM Configurations’. 


Table 5-7 DRAM Control Register 2 - Index: 25h 


7 RAV 0 MDIR#/LMEM# (pin 62 functionality): if MP3 is sampled low during reset, this bit defines pin 62 
as follows: 
0 = MDIR# 1 = LMEM# 
6:5 RAV | 11 DRAM read cycle wait state control: 
| 6 5 DRAM Burst Add'l Write Wait State Default 
0 0 3-2-2-2 33MHz or less 
0 1 4-3-3-3 Page-miss = 7 add'l ws 
| 1 2) 4-3-3-3 Page-miss = 0 add'l ws 
| | 1 1 5-4-4-4 SOMHz 
4 | RAW | 1 DRAM write cycle wait state control: 
GH 5955 4 =4-3-3-3 
3:2 | RAV Reserved: Must be set to 11 {internally used for debugging purposes). 
100 || RW co ATCLK selection: 


00 = ATCLK = CLKI6 
01 = ATCLK = CLKI5 
10 = ATCLK = CLKI/4 
11 = ATCLK = CLKI/3 


Note: in ATCLK = CLKI/6 setting, the ADS# signal will be delayed by one CLK inside the 
82C802G. In this setting there will be a one CLK penailty in all cache/DRAM timings. 
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Table 5-3 Shadow RAM Control Register 3 - Index: 26h 


0 = Disabie 
1 = Enable (Generates ROMCS# for write cycles to support flash ROMs) 


Shadow RAM copy enable for address area COOOOh-EFFFFh: This bit, when set, will allow 
reads in this range to be executed out of ROM on the ISA bus and will be written to the DRAM. 


0 = Disable - Will not copy contents to shadow RAM. 
1 = Enable - Copy to shadow RAM. 


Read/write control for COO0O0h-CFFFFh shadow RAM area (write protect): 
0 = Read/write 7 = Read only 
Reserved: This bit should always be set to 1. 


These bits enable shadow RAM for the COQQO0h-CFFFFh segment with a 16KB granularity. If 
set to 0, the cycles are forwarded to the ISA bus. If set to 1, the corresponding area in the 
shadow RAM will be enabled. (Bit 4 must be set.) 


0 = Disable shadow 1 = Enable shadow 


Bit 3 = CCO0Oh-CFFFFh Bit 1 = C4000h-C7FFFh 
Bit 2 = C8000h-CBFFFh Bit 0 = COQ00h-C3FFFh 


Table 5-9 Control Register 3 - index: 27h 


i 
6 


Defauit 


Function 


Global cache enable: This bit determines whether all cycles are cacheable in L1 and L2 cache. 
= Enable L1 and L2 cache 1 = Disable L1 and L2 cache 


Fast AT cycle: Determines when the AT cycte will begin. ADS# to BALE delay will be shortened 
by one ATCLK# when enabled. 


0 = Disabie - Cycle will be normal. 
1 = Enable - Cycle will be shortened by one ATCLK. 


Back-to-back 1/O delay control: 


0 = Three ATCLKs inserted on back-to-back I/O delay 
1 = No back-to-back 1/0 delay 


2 cache for FOOOOh-FFFFFh area: This bit controis the write protection of L2 cache to FOOOOh- 
FFFFFh area. This is effective only when the FQOQOh-FFFFFh region is shadowed. 


0 = Write enable 1 = Write protected 

Turbo bit: When in Non-turbo Mode, a HOLD will be asserted on every other refresh. 

0 = Non-turbo Mode (slow) 1 = Normal Mode (fast) 

L1 write-back: This bit will sample the HITM# signal from the CPU and ailow burst writes. 
0 = CPU in write-back mode 1 = CPU in write-through mode 


AT clock change: The AT bus clock can be set to either the synchronous mode, which is con- 
trolled by Index 25h[1:0] or the asynchronous mode which is OSC/2. 


0 = Asynchronous mode 1 = Synchronous mode 
When the 82C802G goes into the power management mode, ATLCK will always be OSC/2. 
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Table 5-10 Non-Cacheable Block 1 Register - index: 28h 


Bitte) | Type | Oetauit | Function 


7:5 RAW 111 Size of non-cacheable memory block 1: 
000 = 64KB 011 =1MB 
001 = 128KB 1xx = Disabled 
010 = 256KB 


pas [Ro | 11 | Unuced 
|20 | RW | ooo | Address bits of A[26:24] of non-cacheable memory block 1 


This register is used in conjunction with index Register 29h to define a non-cacheable block. The starting address for the non- 
cacheable block must have the same granularity as the block size. For example, if a 512KB non-cacheable block is selected, its 
starting address is a multiple of 512KB; consequently, only address bits of A[23:19] are significant, A[18:16] are “don't care”. 


Table 5-11. Non-Cacheable Block 1 Register 2 - Index: 29h 


Address bits A[23:16] of non-cacheable memory block 1: 


Valid Starting Address Bits 
Block Size A23 A22 A21 A20 A138 A18 A17 At6 


64KB 
128KB 
256KB 
1MB 


x = Don’t care 
V = Valid bit 


Table 5-12 Non-Cacheable Block 2 Register 1 - index: 2Ah 


RAV 111 Size of non-cacheable memory block 2: 

000 = 64KB 011 =1MB 
001 = 128KB 1xx = Disabled 
010 = 256KB 


Rw | 000 | Address bits of A[26:24] of non-cacheable memory block 2 


This register is used in conjunction with Index Register 2Bh to define a non-cacheable block. The starting address for the non- 
cacheable block must have the same granularity as the block size. For example, if a 512KB non-cacheabie biock is selected, its 
starting address is a multipie of 512KB; consequently, only address bits of A[23:79] are significant, A[18:16] are “don't care’. 


Bit(s) | Type 


7:5 
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Table 5-13 Non-Cacheable Block 2 Register 2 - Index: 2Bh 


Address bits A[23:16] of non-cacheable memory block 2: 


Valid Starting Address Bits 
A21 A206 A198 A18 


Block Size A17 A16 


64KB 
128KB 
256KB 
1MB 


x = Don't care 
V = Valid bit 


A23 A22 


<<<c< 
<<< 
<<< 
<<<< 
<<< 
KeooK 
xx o< 
xx KX 


Note: Index 2Ch is not decoded by the 82C802G, hence this register can not be accessed. 


Table 5-14 ROM Chip Select (ROMCS#) Control Register - Index: 2Dh 
7 RAV 4 


reads to Port 60h. 


0 = IRQ12 latched by 82C802G 1 = 1IRQ12 not latched by 82C802G 


6 RAV 1 IRQ? latching to support PS2 keyboard controller. When enabied, the latch will be cleared on 
i/O reads to Port 60h. 
0 = 1RQ1 latched by 82C802G 1 =[RQ1 not latched by 82C802G 
5:0 RAV | 0000 ROMCS# control for areas COO0O00h to EFFFFh with a 32KB granularity. If set to 1, ROMCS# will 
00 be asserted for the correspond area when reading this area. For write cycles, if Register 26h, 


bit 7 is enabled then ROMCS# will be asserted for the corresponding area. if set to 0, ROMCS# 
will not be asserted. 

0 = Disable 1 = Enable 

Bit 5 = E8000h-EFFFFh Bit 2 = DOOCOh-D7FFFh 


Bit 4 = E0QO00h-E7FFFh Bit 1 = C8Q00h-CFFFFh 
Bit 3 = D8000h-DFFFFh Bit 0 = COOOCh-C7FFFh 


Table §-15 Cacheable Address Range 1 Register - Index 2Eh 


Function 


sponding area will be cached in the L1 cache (CPU internal cache). !f set to 0, the correspond- 
ing area will not be cacheable in the L1 cache. 

0 = Disable 1 = Enabie 

Bit 7 = FOOOOh-FFFFFh Bit 5 = DOOOCh-DFFFFh 
Bit 6 = EQQQ0h-EFFFFh Bit 4 = COOO00h-CFFFFh 
These bits are used to control the L2 cacheability of the EQQOOh-EFFFFh region. This region 
will be cacheable in L2, only if shadow is enabled. This region is write protected if write protec- 
tion is enabled for this region in Index Register 22h, bit 3. 


IRQ12 latching to support PS2 mouse controller: When enabied, the latch will be cleared on I/O 


These bits are used to control L1 cacheability for areas COOOOQh-FFFFFh. If set to 1, the corre- 


0 = Disable 


Bit 3 = ECOOOh-EFFFFh 
Bit 2 = E8000h-EBFFFh 


1 = Enable 


Bit 1 = E4000h-E7FFFh 
Bit 0 = EQOO0h-E3FFFh 
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Table 5-16 Cacheabile Address Range 2 Register - Index 2Fh 


oun [oe [ove |e 


0000 These bits are used to contro! the L2 cacheability of the DOOOOh-DFFFFh region. This region 
will be cacheable in L2, only if shadow is enabied. This region is write protected if write protec- 
tion is enabled for this region in index Register 22h, bit 4. 


0 = Disable 1 = Enable 
Bit 7 = DCOO0Oh-DFFFFh Bit 5 = D4000h-D7FFFh 
Bit 6 = D8GOO0h-DBFFFh Bit 4 = DO00Oh-D3FFF 


These bits are used to control the L2 cacheability of the COOOOh-CFFFFh region. This region 
will be cacheable in L2, only if shadow is enabled. This region is write protected if write protec- 
tion is enabled for this region in Index Register 26h, bit 5. 


0 = Disable 1 = Enable 


Bit 3 = CCO00h-CFFFF Bit 1 = C4000h-C7FFFh 
Bit 2 = C8000h-CBFFFh Bit 0 = COQ000h-C3FFFh 
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5.3. Power Management Register Descriptions 


Table 5-17 is a summary of the 82C802G’s power management registers and the tables that follow explains each reqister’s bits 
functions in detail. 


Table 5-17 Power Management Registers Summary 


ino Miroess | a eee 


PMU Power man- | PPEN# gen- | SMi#gener-; IRQ15for | Power man- Timer EPMI# Forced 


Timer & agement eration for ation for CPUs not | agement sta-| enable/sta~ | enable/sta- GREEN 
Pwr Mgmt | mode selec- GREEN GREEN supporting tus tus bit tus bit enabie/sta- 
Port tion Mode Mode SMIL_GREEN tus bit 
Enable functionality 


Reg. 


PMU 
Mode 
Event 


Reload GET GREEN event timer selection 
when EPMIi# 


transitions 


Eth EPMI# pulse | EPMi# pulse 


width polarity 


Any 
accesses to 
the CPU 


Timer 1 interrupt vec- 
tor table will 
be consid- 
ered as a 
wake-up 
event 
IRQ7 IRQ6 IRQS iIRQ4 IRQ3 Reserved IRQ1 Reserved 
monitor monitor monitor monitor monitor monitor 
GREEN IRQ15 IRQ14 Reserved IRQ12 IRQ11 iRQi0 IRQS IRQs 
Mode monitor monitor monitor monitor monitor monitor moniter 
Event 
| Timer 2 
| DRG ORQ7 DROQ6 DROS Reserved DRQ?3 DRQ2 DRQ1 DRQO 
Detection monitor monitor monitor monitor monitor monitor monitor 
Reg. 

E5h Video/ Pregramma- Video 1/0 Port /O Port 0 Port VO Port 60h LDEV# LREQ# 
Hard & ble /O access 3BO0h-3DFh | 1FOh-1F7h | 3F5h floppy | and 64h key-; detection detection 
Floppy range G AQ000- video detec- and 3F6h detection board detec- 

| Disk Moni- BFFFF tion hard disk tion 
tor detection detection 


E6h Program- Programmabie |/O Port Address A[7:0] 
mable I/O 
Addr 
Detection 
E7h Program- Reserved Mask Bits Reserved Programmable (/O port 
mabie I/O address A[9:8] 
Range 
Detection 
E8h Interrupt Pragrammabie interrupt vector mask area 
Trap Mask 
Reg. 1 
ESh interrupt | Programmable interrupt vector mask area 
Trap Mask 
Reg. 2 ' 
Wah 1 2 ai ie 
BUPA el in E 
Bbaingiako 
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Power Management Registers Summary (Cont.) 


fingex | Name | oo? | 8 | se se st 
EAh GREEN Reserved GPPO# 
Mode Con- (CLKCNT) 
fig. Port 
EBh Return Reserved NPP2# NPP1# NPPO#F 
from (HSYNC (VSYNC (CLKCNT) 
GREEN control) control) 
Mode Con- 
fig. Port 
ECh Scratch Scratch Register 
Reg. 1 
EDh Scratch Scratch Register 
Reg. 2 
EEh Index Reg. | Locai mas- DMA Reserved NESTED_ Reserved SMi# gener- 
ter wake-up request to GREEN ation for a 
generate operation in wake-up 
PPEN# GREEN event 
Mode 


OPT: 
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Table 5-18 PMU Timer and Power Management Port Enable Register - Index E0h 


fue) [ree [oom | Feneten CSC~‘*d 
7 RAV Power management mode selection: (See Note) 
pepo 0 = AUTO_GREEN Mode (Non-SLe CPU system) 
1 = SMLGREEN Mode (SLe CPU system) 
PPEN# generation for GREEN Mede: (See Note) 
|? [toate Oe 
SMi# generation for GREEN Made: (See Note) 
0 = Disable 1 = Enabie 


This bit can be enabied to use IRQ15 generation for SMI_GREEN functionality. This feature can be used 
with CPUs not supporting the power management function. 


1 = Enable 


Power management status: 
0 = System in GREEN Mode 1 = System in NORMAL Mode 
This bit will be changed dynamicaily by the power management logic. 


Timer enable/status bit: 


When written to (timer enable): 
0 = Disable - Timer time-out will not tigger system into GREEN Mode 
1 = Enable - Timer time-out will trigger system into GREEN Mode 


When read from (status bit for timer): 
0 = Timer did not cause system to go to GREEN Mode 
1 = Timer caused system to go tio GREEN Mode 


The BIOS should read the bit to identify if itis a GREEN or wake-up event. If it is a GREEN event, clear the 
bit by writing 0. If it is a wake-up event, then resume NORMAL operation. 


4 RAV 0 EPMi{# enabie/status bit: 


When written to (enable EPMI#): 
0 = Disable - EPMI# will not trigger system into GREEN Mode 
1 = Enable - EPMi# will trigger system into GREEN Mode 


| When read from (status bit for EPMH#): 
0 = EPMI# did not cause system to go to GREEN Mode 
1 = EPMI# caused system to go to GREEN Mode 


The BIOS should read the bit to identify if it is a GREEN or wake-up event. If itis a GREEN event, clear the 
bit by writing 0. If itis a wake-up event, then resume NORMAL operation. 


0 RAV 0 Forced GREEN enable/status bit: 


When written to (enable bit for software GREEN): 
0 = Disable - Forced GREEN Mode 
i 1 = Enable - Forced GREEN Mode 


When read from (status bit for software GREEN}: 
| | 0 = Forced GREEN did not cause system to go to the GREEN Mode 
H 1 = Forced GREEN caused system to go ta the GREEN Mode 


The BIOS should read the bit to identify if itis a GREEN or wake-up event. If itis a GREEN event, clear the 
bit by writing 0. If it is a wake-up event, then resume NORMAL operation. 


Note: Power Management Mode Selection: 


Function Bit 7 Bit 6 Bit 5 
82C601 Auto _GREEN 0 1 18) 
82C602 Auto _GREEN 0 1 18) 
82C601 SMI_GREEN 4 1 4 
82C602 SMI_GREEN z| 8) 1 


Hy) D Mi vt 


B.U9.2 Wi in & 
Ehaeaiske 
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Table 5-19 PMU Mode Event Timer 1 - Index Eth 


. RW | a | Any accesses to the CPU interrupt vector table will be considered as a wake-up event. The vec- 
tor can be masked using E8h and E9h. 


0 = Disable 1 = Enable 
RW Q Reload GET when EPMI# transitions: If set any EPMI# will both reload the GET and be used as 


an activily to return to the NORMAL Mode. When cleared, any EPMI# will not reload the GET 
or return the system to NORMAL Mode (while in GREEN Mode). 


0 =Disable, an EPMi# will not reload GET or send system into NORMAL Mode. 


1 =Enable, an EPMI# reloads the GET (during NORMAL Mede) and returns system to NOR- 
MAL Mode (during GREEN Made) 


5 RW | 0 EPMI# pulse width: This feature can be used for EPMI# switch debouncing. 
0 = At least 100ns 41 = Atleast 5ms 

4 RAV 0 EPMI# pulse polarity: 

0 = Active low 1 = Active high 


3 | RAV 0 Forced GREEN: !f bit 0 of Index Register EOh is enabled, a 1 will trigger the system into the 
forced GREEN Made and a 0 takes no action. 


2:0 | RAW 000 GREEN event timer selection. 


000 = 15 seconds 100 = 30 minutes 
/ 001 = 2 minutes {01 = 45 minutes 
i 010 = 5 minutes 110 = 60 minutes 
| 011 = 15 minutes 111 = 240 minutes 


The power management unit operates based on a Green Event Timer (GET) which is programmed through bits 2:0, Index Reg- 
ister Eth. 


Table 5-20 GREEN Mode Event Timer 2 - Index E2h 
Bit(s) | Type | Default Function 


7:3, 1 RAV | 000000 | In the GREEN Mode, if any of these bits are enabled and the corresponding IRQ is detected, a 
wake-up event will be generated. A wake-up event always reloads the GET and asserts 
| PPEN#. 


in the NORMAL Made, if any of these bits are enabled and the corresponding !RQ is detected, 
the GET will be reloaded. 


0 = Disable ; 1 = Enabie 
Bit 7 = IRQ7 Bit 4 = IRQ4 
Bit 6 = IRQ6 Bit 3 = [RO3 
| Bit 5 = IRO5 Bit 1 =IRQ1 
2,0 RW | 00 Reserved: Must always = 0 (internally not used), 
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Table 5-21 GREEN Mode Event Timer 2 - Index E3h 


7, eS In the | in the GREEN Mode, if any of these bits are enabled and the corresponding IRQ is detected, a | Mode, if any of these bits are enabled and the corresponding IRQ is detected, a 
wake-up even will be generated. A wake-up event always reloads the GET and asserts PPEN#. 
In the NORMAL Mode, if any of these bits are enabled and the corresponding IRQ is detected, 
the GET will be reloaded. 
0 = Disable 1 = Enable 
Bit 7 = IRQ15 Bit 2 = IRQ10 
Bit6 = IRO14 Bit 1 = IRQ9 
Bit 4 = IRQ1t2 Bit 0 = IRQ8 
Bit 3 = [RQ11 


Reserved 


Table 5-22. DRQ Detection Register - Index E4h 


In the GREEN Mode, if these bits are enabled, the corresponding DRQ will reload the GET. if 
EEN{6] is aiso enabled, PPEN# will be generated. 

In the NORMAL Mode, if any of these bits are enabied, the corresponding DRQ will reload the 
GET. 
0 = Disable 1 = Enable 
Bit 7 = DRQ7 Bit 2 = DRQ2 


Bit 6 = ORQG Bit 1 = ORG1 
Bit 5 = DROS Bit O = DRQO 


Bit 3 = DRQ3 


Reserved 


| 3:0 ooo 


Pane » a ia 
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Table 5-23. Video/Hard & Floppy Disk Monitor - Index E5h 


| | Programmable VO range 0: in the GREEN Mode, if this bit is enabled and the /O port address | /O range 0: in the GREEN Mode, if this bit is enabled and the I/O port address 
range specified by Index E6h and the lowest bits of Index E7h is detected, a wake-up event is 
generated which reloads the GET and PPEN# is generated. 


In the NORMAL Mode, the I/O port address range specified by index E6h and the lowest bits of 
Index E7h is detected, only the GET is reloaded. 


0 = Disable 1 = Enable 


In the GREEN Mode, if any of these bits are enabled and an access is detected in the corre- 
sponding area, a wake-up event is generated which reloads the GET and PPEN# is generated. 


In the NORMAL Mode, if any of these bits are enabled and an access is detected in the corre- 
sponding area, only the GET is reloaded. 


0 = Disable 1 = Enable 


Bit 6 = AQO00-BFFFF Bit 3 = 1/0 Port 3F5h 
Bit 5 = 1/0 Port 3B0h-3DFh Bit 2 = 1/0 Port 6Gh and 64h 
Bit 4 = 1/0 Port 1FOh-1F7h and 3F6h 


1 R/AV In the GREEN Mode, if this bit is enabled and LDEV# are detected, a wake-up event is gener- 
ated which reloads the GET and PPEN# is generated. 
In the NORMAL Mode, if this bit is enabled and LDEV# is detected, only the GET is reloaded. 
0 = Disable 1 = Enable 

RAV In the GREEN Mode, if this bit and EEh{7] is enabled and LREQ# is detected, a wake-up event 

is generated which reloads the GET and PPEN# is generated. 
in the NORMAL Mode, if this bit is enabled and LREQ# is detected, only the GET is reloaded. 
0 = Disable 1 = Enabie 


Table 5-24 Programmable I/O Address Detection - Index E6h 


RW | ooo | Programmable Programmable /O Port Address: Bits A[7:0]. The range will be specified on a byte boundary. _| Port Address: Bits A[7:0]. The range will be specified on a byte boundary. 
0000 (See index E7h for masking range.) 
Table 5-25 Programmable I/O Range Detection- Index E7h 


a a 


Mask Bits: 

Q00 = Mask no bits 100 = Mask lowest 4 bits 

001 = Mask lowest bit 101 = Mask lowest 5 bits 
=f 010 = Mask lowest 2 bits 110 = Mask lowest 6 bits 


O11 = Mask lowest 3 bits 111 = Mask lowest 7 bits 


Reserved 
Programmable /O port address: Bits A[9:8]. The range will be specified on a byte boundary. 


want Dai 
aUy.8 aa) 
Suesseena 
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Table 5-26 Interrupt Trap Mask Register 1 - Index E8h 


Programmable interrupt vector mask area. Corresponds to bits A[9:2]. Masking may be for Oh 
to FFh vector areas. When set to 00h, INTO vector will be masked. When set to O1h, INTO vec- 


tor will be masked; etc. 


Table 5-27 Interrupt Trap Mask Register 2- Index ESh 


| 0000 | Programmable interrupt vector mask area: Corresponds to bits A[9:2]. Masking may be for 0h | interrupt vector mask area: Corresponds to bits A[9:2]. Masking may be for Oh 
to FFh vector areas. 


Table 5-28 GREEN Mode Configuration Port - Index EAh 


EE 
a ae aT 
See GPP2# (HSYNC control) 
ar awn] 0 lomavencemey? © 
fo =| Rw | 0 __| GPPO#(CLKCNT) 


This part provides the GREEN state values for the 82C802G/82C602 GPM (GREEN Power Management) Port. This register 
will transfer its information to Index FAh when PPEN# is strebed to go to the GREEN Mode. When Index F9h, bit 6, is cleared, 
the 82C602 will not load the GPM when PPEN# is strobed. When a GREEN event and PPEN# occurs, the contents of this reg- 
ister is placed on the lower SD bus. 


Table 5-28 Return from GREEN Mode Configuration Port - Index EBh 


| Bit(s) | Type | Default Function 


7:3 RAV 14114 | Reserved 


NPP2# (HSYNC control) 
| NPP1# (VSYNC control) 
es RW | 4 NPPO# (CLKCNT) 


This port provides the return fram GREEN state values for the 82C802G/82C602 GPM Port. This register will transfer its infor- 
mation to Index FAh when PPEN# is strobed to return to the NORMAL Mode. When Index F9h, bit 6, is cleared, the 82C-602 will 
not load the GPM when PPEN# is strobed. When a GREEN event and PPEN# occurs, the contents of this register is placed on 
the lower SD bus. 


Wea DP aiiz 
BUP.5 ae in 
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Table 5-30 Scratch Register 1 - Index ECh 


Bits) | Type | Bete 
7:0 RAW 0000 
0000 

Table 5-31 Scratch Register 2 - Index EDh 


0000 | Scratch register: Used to store configuration information. 
0000 


Table 5-32 index Register EEh 


sine) | Type | ootaut | Finns 


7 RAV During a write operation: 
0 = No action 
1 = Enable local bus master request to generate PPEN# 
During a read operation: 
This bit is a flag which, when set, identifies that an event woke the system up. This bit is cleared 
when it is read. 
6 WO 


This bit allows a DMA request to generate PPEN#. 


0 = No action 
+= Enable DMA request to generate PPEN# 


RAW | oo | Reserved: Must aiways = 0 (internally used for debugging purposes). 


Function 


Scratch register: Used to store configuration information. 


RAV NESTED_GREEN Mode: The 82C802G allows multiple levels of GREEN events and a wake- 
up event will always make the system go into the NORMAL made. 
0 = Disable 
1 = Enable 


Reserved: Must always = 0 (internally used for debugging ourpases). 


a1 | Rw | 000 
Q RAV Determines whether an SMI# will be generated for a wake-up event: 
0 = Pin 160 is PPEN# 
1 = Pin 160 is SMIi# and PPEN# 
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Table 5-33. Mode Register - Index EFh 


i anaes 
[Rw | _0_| Resewed: Mustabvaysbesctio——=—SCSCSCSCSC~“~“~*~*“‘“~*SCS 
rsa | ei [00 | Resewed: Must aivays deariod.—=~SCSCSC~C~C~“~“~“<“~*~“<“<~S*~* 


ie 82C601 or 82C602 Mode: 


11 = 82C601 Mode - The 82C802G will always generate PPEN# and never generate an SMl# 
rio [aw | 00 | 


strobe directly. An externai ijatch should be used to generate SMI#. 


00 = 82C602 Mode - The 82C802G will generate an SMI# when the system goes from the 
NORMAL to GREEN Made. 


01 = Reserved 


10= Reserved 


Reserved: Must always be set to 01 (internally used for debugging purposes). 


formal 
A aa 
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§.4 Internal IPC Register Descriptions 


The internal IPC (Integrated Peripherais Controller) registers are accessed by indexing I/O Registers 22h and 23h. Index cak 
ter 01h should be set to the default value of COh. 


Following Table 5-34 are tables that explain the subsystem registers of the internal IPC of the 82C802G. 


Table 5-34 Configuration Register (Index Port 22h, Data Port 23h) - index: 01h 


oun [me [oan | feeten 


11 These bits control the number of wait states inserted when the CPU accesses the registers of 
the IPC. Wait states are counted as SYSCLK cycles and are not affected by the DMA clock 
selection. 


00 = One R/W wait state 
01 = Two R/MW/ wait states 

10 = Three RAV wait states 

11 = Four R/W wait states (Defauit} 


These bits control the number of wait states inserted in 16-bit OMA cycles. Further conirol of 
the DMA cycle length is available through the use of the 82C802G’s IOCHRDY pin. During 
DMA cycles, this pin is used as an input to the wait state generation logic to extend the cycie if 
necessary. 


00 = One 16-bit DMA wait state (Default) 
01 = Two 16-bit DMA wait states 

10 = Three 16-bit DMA wait states 

11 = Four 16-bit DMA wait states 


These bits control the number of wait states inserted in 8-bit DMA cycles. Further control of the 
DMA cycle length is available through the use of the 82C802G's [OCHRDY pin. During DMA 
cycles, this pin is used as an input to the wait state generation logic to extend the cycle if neces- 
sary. 

00 = One 8-bit DMA wait state (Default) 
01 = Two 8-bit DMA wait states 

10 = Three 8-bit DMA wait states 

11 = Four 8-bit DMA wait states 


This bit enables the early internal DMAMEMR# function. In a PC/AT-based system, DMA- 
MEMR# is delayed one clock cycle later than SMEMR3#. If set to 1, it will start OMAMEMR# at 
the time as SMEMR#. [f set to 0, it will start DMAMEMR#. 


If this bit is set to 0, the SYSCLK input is divided by two and is used to drive both 8- and 16-bit 
DMA subsystems. If this bit is set to 1, SYSCLK will directly drive the DMA subsystems. When- 
ever the state of this bit is changed, an internal synchronizer controls the actual switching of the 
clock to prevent a short clock pulse from causing a DMA maifunction. 


. 
mins 
HOE i 
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5.4.1. DMA Subsystem Registers 


Table 5-35 Command Register 


a 


| The setting of this bit determines if the DACK output pin will be active low or active high. =—=S=S*=S«S setting of this bit determines #f the DACK output pin will be active low or active high. 
0 = Active low 1 = Active high 
The setting of this bit determines if the DREQ input pin will be active low or active high. 
0 = Active low 1 = Active high 


Extended write: The extended write feature is controlled by this bit. When enabled, it causes the write 
command to be asserted one DMA cycle earlier during a transfer. Thus, read and write commands both 
begin in the S2 state. 


0 = Disabled 1 = Enabled 
Rotating priority: This bit setects wether the priority scheme is fixed or rotating. 
0 = Fixed (Default) 1 = Rotating 


Compressed timing: This bit enables the Compressed Timing feature. 
0 = Compressed Timing 1 = Norma! Timing (Default) 


Controller disable: Setting this bit to 1 disables the DMA subsystem (DMA8 or DMA‘16). This function is 
normally used whenever the CPU needs to reprogram one of the channets to prevent DMA cycles from 
occurring. 


0 = Enable 1 = Disable 


Address hold: Setting this bit to 1 enables the address hold feature in Channel 0 when performing mem- 
ory-to-memory transfers. 


0 = Disable 1 = Enable 
Memory-to-Memeory: This bit enables Channel 0 and 1 to be used for memory-to-memory transfers. 
0 = Disable 1 = Enable 


Table 5-36 Mode Register 


Bit(s} | Type | Function 
7:6 RAV | Mode select bits 1 and 0: These bits are used to select the mode for each channel. 
00 = Demand Mode 10 = Block Mode 
01 = Single Cycle Mode 11 = Cascade Mode 
5 RAV | Decrement: Writing a 1 to this bit decrements the address after each transfer. 
4 RW | Auto-initialization: Writing a 1 to this bit enables the auto-initialization function. 
3:2 RAV Transfer type bits 1 and 0: These bits control the type of transfer to performed. 
| GO = Verify 10 = Read Transfer 
| | 01 = Write Transfer 11 =illegal 
1:0 R/V | Channel selection bits 1 and 0: These bits determine which channel's Mode Register will be written. Read 
| back of a Made Register will cause these bits to both be 1. 
| 00 = Select Channel 0 10 = Select Channel 2 
= Select Channel 1 11 = Select Channel 3 


Fal D a 7 
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Tabie 5-37 Request Register Write Format 


ao ee ee 
ee Request bit: Writing a 1 to this bit sets the request bit. 


Request select bits 1 and 0: These bits determine which channel's request bit will be set. 


00 = Select Channel! 0 10 = Select Channel 2 
01 = Select Channei 1 11 = Select Channel 3 


Tabie 5-38 Request Register Read Format 


ee Reserved: Always reads 1. 


ees Request channel bits 3 through 0: These bits contain the state of the request bit associated with each 


request channel. The bit position corresponds to the channel number. 
Table 5-39 Request Mask Register Set/Reset Format 


Function 


Don't Care 


Mask bit: Writing a 1 to this bit sets the request mask bit and inhibits extemal requests. 
Mask select bits 1 and 0: These bits determine which channel's request bit will be set. 


00 = Select Channel 0 10 = Select Channei 2 
01 = Select Channel 1 11 = Select Channel 3 


Table 5-40 Request Mask Register Read/Write Format 


Bitis) | Type Function 
7:4 RAV | Reserved: Always reads 1. 


3:0 Mask Bits 3 through 0: These bits contain the state of the request mask bit associated with each request 
channel. The bit position corresponds to the channel number. 


Table 5-41 Status Register 


Bitfs) | Type Function 


7:4 R Data Request bits 3 through 0: These bits show the status of each channel request and are not affected by 
the state of the Mask Register bits. Reading a 1 means “request” occurs and bits 7 through 4 represent 
Channels 3 through 0, respectively. These bits can be cleared by a reset, Master Clear of the pending 
request being deasserted. 


Terminal Count bits 3 through 0: These bits indicate which channel has reached the terminal count reading 
1. These bits can be cleared by a reset, Master Clear, or each time a status read takes place. The channei 
number corresponds to the bit position. 
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§.4.2 Interrupt Controller Subsystem 


Table 542 ICW1 Register - Address: 020h (QAOh) 


Must be set to 1 for ICW1 since ICW1, OCW2, and OCW3 share the same address, 020h (OAOh). 


3 WwW Level Trigger Mode: This bit selects either the Level Triggered Mode or Edge Triggered Mode input to the 
IR. If a 1 is written to LTM, a high level on the IR input will generate an interrupt request and the IR must be 
removed prior io EC! to prevent another interrupt. In the Edge Triggered Mode, a low-to-high will generate 


an interrupt request. In either mode, !R must be held high until the first INTA cycle is started in order to 
generate the proper vector. IR7 vector will be generated if the IR input is deasserted early. 


1 w Single Made: This bit selects between the Single and Cascade Modes. The Single Made is used whenever 
only one interrupt controller (INTC1) is used and is not recommended for this device. The Cascade Mode 
allows the two interrupt controilers to be connected through IR2 of INTC1. INTC1 will allow INTC2 to gen- 


érate its own interrupt vectors if the Cascade Mode is selected and the highest priority IR pending is from 
an INTC2 input. INTC1 and INTC2 must be programmed for the Cascade Mode. 


fo | ww Don't Care 


Table 543 !ICW2 Register - Address: 021h (OQA1h) 


Function 


7:3 Ww Vector bits 5 through 0: These bits are the upper five bits of the interrupt vector and are programmable by 
the CPU. INTC1 and INTC2 need not be programmed with the same vaiue in ICW2. Usuaily INTC1 is pro- 
grammed with 08h and INTC2 with 70h. 


Vector bits 2 through 0: The lower three bits of the vector are generated by the Priority Resolver during 
INTA 


Table 5-44 ICW3 Register - Format for INTC1 - Address: 02th 


Function 


7:0 Ww Slave Mode bits 7 through 0: These bits select which IR inputs have Slave Mode controller connected. 
ICWS3 in INTC1 must be written with 04h (IRQ2) for INTC2 to function correctly. 


Table 5-45 iCW3 Register - Format for INCT1 - Address: 0A1h 


Bit(s) | Type Function 


Don't Care 


Identify bits 2 through 0: Determines the Slave Mode address the controller will respond to during the cas- 
cade INTA sequence. iCW3 in INTC2 should be written with a 02h (IRQ2 of INTC1) for operation in the 
Cascade Made. 


‘OPT 
fea eeeete 
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Table 5-46 ICW4 Register - Address 021h (QAth) 


pow [ye elon id 
Se aE 


WwW Enable Multiple Interrupts: This dit will enable multiple interrupts from the same channel in the Fixed Prior- 
ity Mode. This allows INTC2 to fully nest interrupts when the Cascade and Fixed Priority Mode are both 
selected, without being blocked by INTC 1. Correct handling in this type of mode requires the CPU to issue 
a non-specific EOI command to zero when exiting an interrupt service routine. If zero, a non-specific EOI 
command should be sent to INTC1. If non-zero, no command is issued. 


Don’t Care 


=| = 


Auto End of Interrupt: An AEO! is enabled when this bit is 1. The interrupt controller will perform a non-spe- 
cific EOI on the trailing edge of the second INTA cycle. Note this function should not be used in a device 
with fully nested interrupts unless the device is a cascade master type. 


0 WwW Don't Care 


Table 5-47 OCW1 Register - Address: 021h (OAth) 


RAW | Mask bits 7 through 0: These bits controi the state of the Interrupt Mask Register. Each interrupt Register 
can be masked by writing a 1 in the appropriate bit position (MO controls IRO, etc.). Setting an IMR bit has 
no affect on lower priority requests. All [MR bits are cleared by writing ICVW1. 


Table 5-48 OCW2 Register - Address: 020h (OA0h) 


e 


7:6 Ww These bits are used to select various operating functions. Writing a 1 in bit 7 causes one of the rotate func- 
tions to be selected. 


Writing a 1 in bit 6 causes a specific or immediate function to occur. All specific commands require L{2:0] 
to be valid except no operation. 


Writing a 1 in bit 5 causes a function reiated to EOI to occur. 
7 6 5 Function 
0 0 0 Clear Rotate in Auto-EO! mode 
0 0 4 Non-specific EOI Command 
0 1 1 No Operaticn 
0 1 1 Specific EO! Command* 
1 0 0 Set Rotate in Auto-EOl Mode 
1 0 1 Rotate on Non-specific EOI Command 
1 1 0 Set Priority Command* 
1 1 1 Rotate on specific EO| Command 
*L[2:0] are used by these commands. 
5 : These bits must be set to 0 to indicate that OCW2 is selected, because ICW1, OCW2, and OCW3 share 


the same address. 020h (OACh). 


These three bits are internally decoded to select which interrupt channel is to be affected by the Specific 
# command. L[2:0] must be valid during three of the four specific cycles. 
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Table 5-49 OCWS3 Register - Address 620h (OAOh) 


ea Reserved: This bits must be set to 0. 


Enable Special Mask Mode: Writing a 1 in bit 5 enables the set/reset Special Mask Mode function. ESMM 
allows the other functions in OCWS3 to be accessed and manipulated without affecting the Special Mask 
Mode (SMM) state. 


During SMM, writing a 1 to any bit position of OCW1 inhibits interrupts and a 0 enables interrupts on the 
associated channel by causing the Priority Resolver to ignore the condition of the ISR. 


6 § Function 

2) x No operation 

: 0) Reset Special Mask Mode to Normal Mask Mode 
4 Set Special Mask Mode 


These bits must be set to 0 to indicate that OCW3 is selected because ICW1, OCW2, and OCW3 share 
the same address, 020h (OAOh). 


Poiled Mode: Writing a 1 to this bit of OCWS3 enables the Poiled Mode. Writing OCW3 with the Polled 
Mode acts like the first INTA cycle, freezing all interrupt request lines and resciving priority. The next read 
operation to the controller acts like a second INTA cycle and polled vector is output to the data bus. The 
format of polled vector is described later. 


Read Register: A 1 to this bit enables the contents of IRR or ISR (determined by RIS) to be placed on 
XD{7:0] when reading the Status Port at address 020h (OAOh). Asserting PM forces RR to reset. 


0 Function 

xX No Operation 

0 Read IRR on the next read 
1 Read ISR on the next read 


Table 5-50 ~=—sLIR Register - Address: 020h (0A0h) 


Function 


Interrupt Request bits 7 through 0: These bits correspond to the interrupt request bits of the Interrupt 
Request Register. A 1 on these bits indicate that an interrupt request is pending on the corresponding line. 


Table 5-51. ISR Register - Address 020h (O0A0h) 


interrupt Service bits 7 through 0: These bits correspond to the interrupt service bits of the Interrupt Ser- 
vice Register. A 1 on these bits indicate that an interrupt is being serviced on the corresponding IS bits of 
the ISR. 


Table 5-52 Poll Vector - Address 200h (OAOh) 


Interrupt: A 1 on this bit indicates that a pending interrupt is polled. If there is no pending interrupt request 
or the request is removed before the poll command, this bit is 0. 


Don't Care 
Vector bits 2 through 0: These bits are the binary encoding of the highest priority level pending interrupt 


request being polled. If no pending interrupt has been polled, all three bits are equal te 1. 
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5.4.3 Counter/Timer Subsystem 


Table 5-53 Control Word Format (Write Only) 


rene ee [enon 


Select counter bits 1 and 0: These bits select which counter this controi word is written to. 


00 = Select Counter 0 10 = Select Counter 2 


O01 = Select Counter 1 11 = Reserved for read-back command 


Read/wrnite bits 1 and 0: These bits determine the counter read/write word size. 


00 = Reserved for counter latch command 10 = Read/write MSB only 
01 = Read/write LSB only 11 = Read/write LSB first, then MSB 


Mode select bits 2 through 0: These bits select the counter operating mode. 
000 = Select Mode 0 X11 = Select Mode 3 


001 = Select Mode 1 100 = Select Mode 4 
X10 = Select Mode 2 101 = Select Mode 5 


Binary coded decimal: During read/write counter commands control word writing, a 1 selects binary coded 
decimal count format. A 0 selects binary counting format. During read-back command word writing, this bit 


must be 0, 


Table 5-54 Counter Latch Command Format (Write Only) 


7:6 WwW Select counter bits 1 and 0: These bits select which counter is being latched. 
00 = Select Counter 0 10 = Select Counter 2 
O01 = Select Counter 1 11 = Reserved for read-back command 


These bits must be O for the counter latch command. 


Table 5-55 Read-Back Command Format (Write Only) 


Function 


These bits must be 1 for the read-back command 
Latch status: A 0 in this bit will latch the status information of the selected counter(s). 


OXX = Select Counter 2 
XOX = Select Counter 1 
XX0 = Select Counter 0 


Reserved: Write as 0. 
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Counter select bits 2 through 0: These bits select which counter(s) the read-back command is applied to. 
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Table 5-56 Status Format 


\7 ff RR Out: This bit contains the state of the OUT signal of the counter. 


Null Count: This bit contains the condition of the null count flag. This flag is used to indicate that the con- 
tents of the counting element are valid. It will be set to 1 during a write to the control register or the counter. 
It is cleared to a 0 whenever the counter is loaded from the counter input register. 


Read/Write Word bits 1 and 0: These bits indicate the counter read/write word size. This information is 
useful in determining where the high byte, the low byte, or both must be must be transferred during 
counter read/write operations. 


vant D 7 Tea 


BUP.5 Mi 18 8 
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§.5 I/O Port 60h 


The 82C802G emulates the Port 60h and 64h registers of the keyboard controller, allowing the generation of a faster gate A20 
signal. The sequence here is BIOS transparent, and there is no need for the modification of the current BIOS. The sequence 
involves writing data Dih to Port 64h, then writing data 02h to Port 60h. 


Table 5-57 \/O Port 61h (Port B) 


rou [vee [aon 


System Parity Check: This bit indicates that an on-board RAM parity error has occurred. It can only be set 
if bit 2 (Parity Check Enable) = 0. This bit should be cleared by writing a 1 to bit 2. 


1/0 Channel Check: This bit indicates that a peripheral device is reporting an error. It can only be set if bit 
3 ve Channel Check Enabi zt = 0. This bit should be cleared by oe a 1 to bit 3. 


Refresh Detect: This bit is tied to a toggle flip-flop which is clocked by REFRESH. it toggles the opposite 
state every time a refresh cycle occurs. 


/O Channel Check Enable: When this bit is set low, it allows an NMI to be generated if the IOCHCK# input 
is pulled low. Otherwise, the IOCHCK# input is ignored and can not generate an NMI. 


Parity Check Enable: When this bit is set low, it allows parity errors from on-board RAM memory to cause 
an NMI. When high, on-board RAM parity errors will not cause an NMI. 


Speaker Output Enable: This bit is gated with the output of Counter 2 from the on-board timer. When this 
bit is high, it allows the OUT2 frequency to be passed out on the SPKR pin. When low, the SPKR output is 
forced low. 


Timer 2 Gate: This bit goes to the GATE2 input of the on-board timer to enabie Counter 2 to produce a 
speaker frequency. 


5.6 WO Port 64h 


82C802G I/O Port 64h emulates the register inside the keyboard controller by generating a fast reset pulse. Writing data FEh to 
Port 64h asserts the reset pulse. The pulse is generated immediately after an i/O write, if bit 1 of Index Register 20h is set. If 
AA is written to Port 64h, the 82C802G will set the AZOM# pin to 1. 


§.7 Port 70h 
The NMI generation is controlied through Port 70h. This is a write only port. If set to 1, NMI will be disabled and if set to 0, NMI 
will be enabled. 


5.8 Port 92h 


Port 92h is the System Controller Port A, PS/2 compatibility port. If bit 1 is set to 1, Fast GATEA20 will be generated. if bit 0 is 
set to 1, Fast Reset will be generated. 


a pwiet 
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6.0 Maximum Ratings 


Stresses above those listed in the following tables may cause other conditions above those indicated in the ape ranone! seéc- 
permanent damage to the device. These are stress ratings tions of this specification are not implied. 
only and functional operation of the device at these or any 


6.1 Absolute Maximum Ratings 
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6.2 DC Characteristics 
‘A = 0°C to +70°C, VCC = 5.0V 45% 
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6.3 AC Characteristics 
Up to SOMHz - TA = 0°C to +70°C, VCC = 5V 45% 


6.3.1 Cache Timing 


[Symbol [Panmewr SSSSCS~S™SCSCS~dSC SN | Ue [Conon 

See | CPU bus definition valid to BEOE#/BOOE# active cs Ee 
delay (for 2-X-X-X leadoff cycles only) 

"2 | OLkrte SEOEMBOOEFacie dey iT Ss | | me | C~*S 

ra | CLT te BEOENBOOEFInacwe dey ———Si«d;SSC*dCe fs CS 

Ta [OLKT to BRDYFacwedeay ——SSCSC«dSCSC‘SSYSS Ps | C~* 

(S| OUKTIo BROVHinactve delay ——SSSSS~dSCSS] S| 

Ba ee 
delay (for 2-X-X-X leadoff cycles only) 

[a [uct wecanenocanes acts [sae 


CLK to ECAWE#/OCAWEG® active delay (0 wait state 

write 

CLKL to ECAWE#R/OCAWES inactive delay (0 wait 12 
state write} 


bit) 


[a2 | CLT io BRO active delay (or cache wie les) 
Cee ee 
ria | GLKTt0 TAGWH active delay Gorundatng TAG) [8 | 16 | me | +d 
us| CikTto TAGWinacive delay Gorupéatrg TAG) | 5 _| 18 | rw _| 


ed CPU bus definition valid to BEA3/BEA20A3 active ae Roe ee 
delay 


a7 | CLkTt@ BEASBEAIOAI acne delay ——=SC~—dtC“‘CCWOC*SCO 


6.3.2 DRAM Timing 


Fits | CLKT 10 CAS# acve delay rea Oe 
eee CLKT to CAS# inactive delay 


CLK. to CAS# active delay (for 3-2-2-2 DRAM burst 
cycles only) 
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AC Characteristics (Cont.) 


a LY 


[26 | GikTo new row aaarese delay __——S—S—*d?S |e | 
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[30 | GAS# prechargetme —SSSSSCSCS~sdC || 
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6.3.3 Cache with DRAM Timing 
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6.3.4 AT Bus Timing 
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AC Characteristics (Cont. 
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6.3.5 Reset Timing 
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6.3.6 VL Timing 
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6.3.7 Address and Data Bus Timing 
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6.3.8 1 Write-back Timing 


Symbol Parameter | Symbol | Parameter |Min: | Max Unit Condition 
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AC Characteristics (Cont.} 


1. 4 means rising edge 
2. means falling edge 
3. The capacitance loading is 50pf. 


6.4 AC Timing Waveforms 


Figure 6-1 Cache Read Hit 
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Figure 6-2 Cache Read Hit 
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Figure 6-3 Cache Read Hit 
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Figure 6-4 Cache Read Hit 
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Figure 6-5 Cache Read Miss (Dirty) 
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Figure 6-6 Cache Write Hit (OWS/Not Dirty) 
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Figure 6-7 Cache Write Hit (OWS/Dirty) 
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Figure 6-8 Cache Write Hit (1WS/Dirty) 
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Figure 6-9 DRAM Read (Page Hit) 


CLK! 


aoe cde Wie 
MIO#, DC#, g 


ee 
ee ae ee 
RASO# = _ : 


+130 t Wo t19 


CAS{3:0#t : 


MA[10:0] ~ 
DWE# - 


BLAST# _ 


BRDY# 


RDY# - 


Note: 3-2-2-2 DRAM Read Cycie 


OPT: 
912-3000-006 Page 81 


M@ 9004154 oo0osES Toe 


Powered by ICminer.com Electronic-—Library Service CopyRight 2003 


82C802G 


Figure 6-10 DRAM Read (Page Hit) 
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Figure 6-11 DRAM Read (Page Miss) 
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Figure 6-12 DRAM Read (Page Miss) 
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Figure 6-13 DRAM Write (OWS/Page Hit) 
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Figure 6-14 DRAM Write (OWS/Page Miss) 
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Figure 6-15 DRAM Write (1WS/Page Hit) 
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Figure 6-16 Refresh Cycle 


CLKI , 
ATCLK ; 


CAS[3:0}# 
RASO# | 


RAS# - 
RAS2# 


RAS3# — 
HOLD - 


RFSH# 


Page 86 912-3000-006 


Me 9004196 OO000570 37T 


Powered by ICminer.com Electronic—Library Service CopyRight 2003 


82C802G 


Figure 6-17 ISA Cycle 
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Figure 6-18 DMA Read Cycle 
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Figure 6-19 DMA Write Cycie 
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Figure 6-20 ISA Master Read Cycle 
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Figure 6-21 ISA Master Write Cycle 
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Figure 6-22 ROM Access Cycle 
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Figure 6-23 Keyboard Controller Access Cycle 
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7.0 &2C802G Testability 


The 82C802G can be forced into a test mode for board level 
testing working automatic test equipment (ATE). There are 
three kinds of tests available when the 82C802G is in the test 
mode. They are NAND tree, drive high, and drive low. 


The following input combination would enable the 82C802G 
to go into the test mode: 


Pins 146 and 103 = 1 (high) 
Pins 29, 50, 100, 108, 145, 94 = 0 (low) 


With the above input condition and a transition of Pin #99 
from 0 to 1 will enable the test mode operation of the 


* 


82C802G 


82C802G. The 82C802G will latch the test mode input condi- 
tion whenever Pin #99 makes a transition from 0 to 1. If the 
input condition is not correct, it will not go into the test mode. 


7.1 NAND Tree Test 


The NAND tree testing can be done if Pin #99 is held high 
after entering the test mode. The NAND tree mode is used to 
test input and bidirectional pins which will be part of the 
NAND tree chain. The NAND tree chain starts at Pin #206 
and the output of the chain is Pin #25. The following table 
gives the pins on the NAND tree chain. 


Remarks 


[38] NAND tree input__| | @8_| NANDtreeinput__| NAND tree input 
|NAND tree input | | 89_ | NAND tree input NAND tree input 
NAND tree input NAND tree input NAND tree input 
NAND tree input NAND tree input 
NAND tree input 
NAND tree input NAND tree input NAND tree input 

5__| NAND tree input NAND tree input | 94 | NAND tree input 140 | NAND tree input 

7__[ NAND tree input NAND tree input 

10 | NAND tree input 

17 NAND tree input NAND tree input 

12_| NAND tree input NAND tree input 

13. | NAND tree input | 65 | NAND tree input NAND tree input 

14 | NAND tree input 150 | NAND tree input 
NAND tree input NAND tree input 
111 | NAND tree input 152 _| NAND tree input 


NAND tree input 
21 NAND tree input 
22 NAND tree input 


23 NAND tree input 


24 NAND tree input 
26 NANO tree input 
28 NAND tree input 
29 NAND tree input 
30 NAND tree input 


31 | NAND tree input 


32 | NAND tree input 
33 NAND tree input 
34 {| NAND tree input 
35 | NAND tree input 


NAND tree input 


154 NAND tree input 


NAND tree input 


113 NANB tree input 


116 NAND tree input 
117 NAND tree input 


NAND tree input 


121 | NAND tree input 
122__| NAND tree input 
+23 NAND tree input 170 NAND tree input 
124 NAND tree input 171 NANB tree input 

192 NAND tree input 


i 128 NAND tree input 199 NAND tree input 
429 NAND tree input 202 NAND tree input 
131 NAND tree input | 25 NAND tree output 


NAND tree input 
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Figure 7-1 NAND Tree Block Diagram 
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7.2. Drive High/Drive Low Test 


The drive high/drive low test can be done on the output pins 
of the 82C802G if Pin #89 is low after entering the test mode. 
Additionaily, Pin #146 will determine the drive high or dive 


low modes. 

Pin Pin 

#99 #146 Function 

0 8) Drive high mode: All odd and even 


numbered output and _ bidirectional 
pins will be driven low and high, 
respectively. 


ete re Pin 25 
NAND chain output 


0 4 Drive low mode: All even and odd 
numbered output and_ bidirectional 
pins will be driven low and _ high, 
respectively. 


The following output pins will be driven in the drive high/drive 
low tests. 


Table 7-2 Drive High/Drive Low Test Mode Pin 


Even Pin No. Odd Pin No. 
See eee eee eee 


20 31 
22 33 
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8.0 Mechanical Package Outline 


Figure 8-1 208-Pin Plastic Quad Flat Pack 
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Appendix A. Accessing the BBS 


The OPTi BBS offers a wide range of useful files and utilities 
to our customers, from Evaluation PCB Schematics to HPGL/ 
PostScript format Databooks that you can copy directly to 
your laser printer. The only requirements for accessing and 
using the BBS is a modem and an honest response to our 
questionnaire. 


A.1 Paging the SYSOP 

Currently, Paging the SYSOP is not a valid choice for the 
OPTi BBS. Once a full-time SYSOP is created, then there will 
be hours available for paging the SYSOP and getting imme- 
diate heip. 


For now, you must send [ C ] Comments to the SYSOP with 
any questions or problems you are experiencing. They will be 
answered promptly. 


Note Each conference has its own Co-SYSOP (the 


application engineer responsible for that product 
line}, so specific conference questions can be 
addressed that way, but generai, BBS-wide, 
questions should be sent to the SYSOP from the [0] 
- Private E-Mail conference. 


A.2 System Requirements 


The OPTt BBS will support any PC modem up to 14,400 
baud, with 8 bits, no parity, and 1 stop bit protocol. The baud 
rate, handshaking, and system type will automatically be 
detected by the OPTi BBS. 


A.3 Calling In/Hours of Operation 


The OPTi BBS phone number is (408) 980-9774. The BBS is 
on-line 24 hours a day, seven days a week. Currently there is 
only one line, but as traffic requires additional lines will be 
instailed. 


A.4 Logging On for the First Time 

To log on to the BBS for the first time, 

Call (408) 980-9774 with your modem. 

Enter your first name. 

Enter your last name. 

Verify that you have typed your name correctly. 
Select a password (write it down). 


om fF ON x 


Reenter the password to verify spelling. 
7. You must then answer the questionnaire that follows. 


After you have answered the questionnaire, you are given 
Customer rights. To change your profile (security level, pass- 


Technical Support 


word, etc.), you must send a {Cjomment to the SYSOP 
explaining why. 


After you have logged an for the first time, each subsequent 
log on will bypass the questionnaire and put you directly at 
the bulletin request prompt. As bulletins will be added on a 
regular basis in the future, it is recommended that you read 
the new bulletins on a regular basis. 


Ad Log On Rules and Regulations 

* AsaFULLUSER you can download from any confer- 
ence. 

* You will be limited to 45 minutes per day of access time 
{note that once a download has started, it will finish, 
even if the daily time limit is exceeded). If you have not 
entered any keystrokes after 5 minutes, you will auto- 
matically be logged off. 


« ‘You can upload to the Customer Upload Conference! 
only. This area is used for our customers/contacts to 
send data to OPTi. You will not be able to download any 
files from this area. 


A.6 Using the BBS 


This section will describe how to use the BBS on a daily 
basis. 


The BBS is divided into Conferences that are specific to a 
product (for example, the Viper Desktop Chipset), or an appli- 
cation group (for example, the Field Application Conference 
is used by OPTi Field Application Engineers to send data to 
their contacts in the field). As a general rule, the files in the 
application specific areas will be for specific application and 
may contain a password. If a file is password protected, and 
you know you need that file, you must contact your OPTi 
sales representative for the password. 


The files in the Product Conferences are released data that 
can be used for evaluating the OPTi product line. 


To access a feature of the BBS, you should type the letter in 
brackets that precedes each menu item. This document 
places the appropriate letter in brackets whenever you are 
told to access a feature. 


A.6.1 Reading Bulletins 

The OPTi BBS will present you with a set of bulletins each 
time you log on that are global bulletins applying to OPTi in 
general. in addition to these, each Product Conference wil! 
have its own set of bulletins that apply to that product. These 
bulletins will announce new product information, documenta- 
tion updates, and bug fixes and product alerts. 


1. See Section A.6.5 for more information on 
uploading. 
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{t is recommended that you read any new bulletins on a regu- 
lar basis to keep up to date on the OPTi product line. 


A.6.2. Sending/Receiving Messages 

The Message Menu can be used to send and receive mes- 
sages from OPTi employees, or other BBS users. The Mes- 
sage menu can also be used to attach files for the receiver to 
download after they read the message. This methed wiil be 
used often to send customer specific files to OPTi customers. 


Messages to the SYSOP depend upon the conference you 
are in. Each Product Conference sends Comments and Mes- 
sages to the SYSOP to the Application Engineer responsible 
for that conference. 


A.6.3 Finding Information 

To find information on the OPTi BBS, you must use the [ J ] 

Join a Conference option and then list all of the conferences 
available. They are arranged by product number and name. 


Once you are in the correct conference, you shouid read ail 
applicable bulletins and messages. Then you can [L ] List all 
the files that are available from the File Menu. 


A.6.4 Downloading Files From OPTI 

The easiest way to download files from OPTi, is to [ L ] List 
the files from the File Menu, the [ M] Mark and files you want 
from the list. After you have marked all the files you need, you 
can [ D ] Download all the marked files and then logoff auto- 
matically. 


A.6.5 Uploading Files To OPTi 

There are two ways to upload a file to OPTI. The first is simi- 
lar to the download option. You should [{ J] Join the Customer 
Upload Conference (this is the only conference that allows 
uploads from users) and [ U ] Uptoad the file to this confer- 
ence. 


Figure A-1 The Main Menu 
MAIN MENU: 
[ Join a conference 
[ Message menu 
[ comments to the sysop 
[ Your settings 


- Private E-Mail", 
{[T FMBCPU YG} 


Conf: "[0] 
MAIN MENU: 


If you are sending the file to a specific person, you should use 
the Message Menu to [ E ] Enter a new message to that per- 
son and then [ A ] Attach the file to the message. This way, 
the person receiving the message can downioad the file to 
his or her system without leaving behind a file that will not be 
used by anyone else on the BBS. 


A.6.6 Logging Off 
Once you have completed your visit to the OPTI BBS, you 
must say [ G ] Goodbye. 


A.6.7 Logging Back on Again 

To log back on to the BBS, 

Cail (408) 980-9774 with your modem. 

Enter your first name. 

Enter your last name. 

Verify that you have typed your name correctly. 


aA & WN > 


Enter your password. 
You will not have to answer the questionnaire after the initial 


log-on. You will also be in the conference you were in when 
you last logged-on. 


A.7 The Menus 

There are four major menus that OPTi customers will use, the 
Main Menu, the File Menu, the Bulletin Menu and the Mes- 
sage Menu. 


Note The following menus are for the Customer Profile 
(FULLUSER) only, if your user profile has been 
changed, you may see slightly different menus. 


File menu 


Userlog list 
Goodbye & logoff 


] 
}] Bulletin menu 
] 
] 


time on 0, with 45 remaining. 
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Figure A-2. The Bulletin Menu 


Bulletin Menu 


- Sample Bulletin 1 Title 


- Sample Bulletin 2 Title 


Bulletins updated: NONE 
Enter builetin # [1..3], [Rlelist menu, [Nlew, [ENTER] to quit? 


Figure A-3 The File Menu 


FILE MENU: 
Quit to main menu Join a conference 
List available files Upload a file(s} 
Download a file(s) Scan for Files 
Edit marked list Goodbye & logoff 
Message menu 


Conf: "[{0] - Private E-Mail", time on 1, with 44 remaining. 
FILE MENU: [0 J LUDS EGMj ? 


Figure A4 The Message Menu 


Quit to the main menu Join a conference 
Read messages Scan messages 
Enter a new message Kill a message 
Check for personal mail File menu 
Goecdbye & logoff 


ig 
ere ren 


Conf: “*(0] - Private E-Mail", time on 2, with 44 remaining. 
MESSAGE MENU: [0 JRS EK CFG) ? 


A.7.1 Menu Selections have marked files it will display these files. If you have 
« [8B] Bulletin Menu Menu(s): main not marked any files, it will ask you for a file name. The 
Access the Bulletin Menu. file must be present in the current conference for you to 
+ [C] Check for personal mail Menu(s): message be able to enter its name. 
ae See if you have any mail. »  [€] Edit Marked List Menu(s): file 
+ [C] Comments to the sysop Menu(s): main Change the entries that you have selected as Marked for 
Leave a private comment for the SYSOP. downloading. 
* [D] Download a file(s) Menu(s): file + [EE] Enter anew message Menu(s): message 


Download a file from the BBS to your computer. If you Send a new message to someone on the BBS. 
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[ F ] File Menu 
Access the File Menu. 
[| G ] Goodbye and logoff Menu(s): main, message, file 
Logoff the system. 

[J] Join a Conference Menu(s): main, message, file 
Change conferences (product areas). 
[K] Kill a message 

Delete a message. 

[ L] List available files Menu(s): file 
List the files in the current conference. Note that most 
conferences have sub-categories of files (Schematics, 
JOB, etc.) that you will be asked for (or you can press 
enter the fist all of the categories). 
[M ] Message Menu 

Access the Message Menu. 

[ Q ] Quit to Main Menu Menu(s): message, file 
Leave current menu and return to the Main Menu. 


Menu(s): main, message 


Menu(s): message 


Mentu(s): main, file 


RUP.5 11 
Bateman 
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{R ] Read Messages Menu(s): message 
Read messages in the current conference or all confer- 
ences. 

[ S ] Scan for Files Menu(s): file 
Sean for particular files (by name, or extension, etc.). 
[S] Scan messages Menu(s): message 
Search for message by specific qualifier (date, sender 
etc.). 

[ U ] Upload a file(s) Menu(s): file 
Send a file from your computer to OPTi. This can only be 
done in the Customer Upload Conference. 

[U] Userlog List Menu(s): main 
Lists the user database, in order of logon. This is useful if 
you are sending a message and are looking for the spell- 
ing of a persons name. 

[ Y ] Your settings Menu(s): main 
Show you settings and allow you to make changes. 
These include password, name, address, etc. 
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